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CONSTRUCTION INITIATION

GENERAL

THE CONTRACTOR WILL ADVISE THE SANDUSKY COUNTY ENGINEER’S OFFICE AT
(419) 334—9731 OR BY FAX AT (419) 334—9733 EIGHTEEN (18) DAYS
PRIOR TO THE START OF ANY CONSTRUCTION WORK, ANY MAJOR DISRUPTIVE,
TIME DELAYING TRAFFIC CONTROL CHANGES, OR DETOURS DURING
CONSTRUCTION. UPON RECEIPT OF NOTICE FROM THE CONTRACTOR, SANDUSKY
COUNTY ENGINEER WILL NOTIFY AFFECTED AGENCIES INCLUDING LOCAL MEDIA
OUTLETS, SCHOOLS, POLICE, FIRE, EMERGENCY SERVICES, BUS
TRANSPORTATION DEPARTMENTS, AND POST OFFICES FIFTEEN (15) DAYS PRIOR

TO THE WORK.

UTILITIES

THERE ARE NO UNDERGROUND FACILITIES SHOWN ON THIS PLAN. LISTED
BELOW ARE ALL UTILITIES AND RESPECTIVE OWNERS KNOWN TO BE LOCATED
WITHIN THE PROJECT CONSTRUCTION LIMITS.

TOLEDO EDISON
300 MADISON AVENUE
TOLEDO, OHIO 43652

(800) 447-3333

NORTH CENTRAL ELECTRIC CO—OP
350 STUMP PIKE ROAD

P.0. BOX 475

ATTICA, OHIO 44807

(800) 426-3072

COLUMBIA GAS “TRANSMISSION™
1800 BROAD AVENUE
FINDLAY, OHIO 45840

(419) 722-6806

FRONTIER COMMUNICATIONS
3126 N. McCORD ROAD
TOLEDO, OHIO 43617

(419) 841-7281

NORTHERN OHIO RURAL WATER
2205 U.S. 20 EAST
NORWALK, OHIO 44857

(419) 668—7213

OHIO EDISON
1-800—-633—4766

COLUMBIA GAS OF OHIO
33 SOUTH ERIE STREET
TOLEDO, OHIO 43602

(419) 252-8110

BUCKEYE PARTNERS, L.P.
TIFFIN TERMINAL

197 WALL STREET

TIFFIN, OHIO 44883
(419) 448-9691

TIME  WARNER CABLE
1800 E. STATE STREET
FREMONT, OHIO 43420

(800) 617—4311

CITY OF CLYDE (WATER—SEWER)
222 N. MAIN STREET
CLYDE, OHIO 43410

(419) 547-8090

NOTES

CONTINGENCY QUANTITIES

THE CONTRACTOR SHALL NOT ORDER MATERIALS OR PERFORM WORK DESIGNATED
BY PLAN NOTE TO BE USED "AS DIRECTED BY THE ENGINEER” UNLESS
AUTHORIZED BY THE ENGINEER. THE ACTUAL WORK LOCATIONS AND QUANTITIES
USED FOR SUCH ITEMS SHALL BE MADE A MATTER OF RECORD BY INCORPORATION
INTO THE FINAL CHANGE ORDER GOVERNING COMPLETION OF THIS PROJECT.

PROFILE AND ALIGNMENT

THE PROPOSED PAVEMENT RESURFACING SHALL FOLLOW THE ALIGNMENT AND
PROFILE OF THE EXISTING PAVEMENT.

CONSTRUCTION

THE PROJECT SHALL INCLUDE THE RESURFACING OF COUNTY ROAD 175 FROM STA.
0+00 TO STA. 560+50. THE PROJECT LIMITS ARE SHOWN ON THE PLAN DETAIL
SHEET. THE WORK SHALL INCLUDE RESURFACING OF APPROXIMATELY 10.62 MILES
OF ROADWAY. CONTRACTOR SHALL PERFORM ALL WORK WITHIN THE EXISTING
RIGHT—OF—WAY.

THE CONTRACTOR SHALL PAVE A MINIMUM 20 FOOT LONG APRON AT EACH SIDE
ROAD WITH ITEM 441, ASPHALT CONCRETE, INTERMEDIATE AND SURFACE COURSES
AS PER PLAN. THE APRONS SHALL BE FEATHERED TO MEET EXISTING ROAD
GRADES.

ASPHALT SPECIFICATIONS

THE REQUIREMENTS OF ITEMS 401, 402, 403, 441 AND 448 OF THE 2016 EDITION
OF THE STATE OF OHIO, DEPARTMENT OF TRANSPORTATION, CONSTRUCTION AND
MATERIALS SPECIFICATIONS (0.D.0.T. C & MS) APPLY, EXCEPT AS MODIFIED BY THE
SUPPLEMENTAL SPECIFICATIONS IN THE CONITRACT. ITEM 448.02, DENSITY, DOES
NOT APPLY.

ITEM 407 TACK COAT

THE RATE OF APPLICATION OF ITEM 407 TACK COAT SHALL BE SUBJECT TO
ADJUSTMENT, AS DIRECTED BY THE ENGINEER. PLAN QUANTITIES ARE FOR
ESTIMATING PURPOSES ONLY, THE PLAN QUANTITIES INDICATE AN AVERAGE
APPLICATION RATE OF:

407, TACK COAT
407, TACK COAT (FOR INTERMEDIATE COURSE)

0.05 GALLON PER SQ. YARD
0.08 GALLON PER SQ. YARD

GENERAL NOTES
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GENERAL NOTES

RESIDENTIAL AND COMMERCIAL DRIVES

AN ESTIMATED QUANTITY OF ITEM 441 ASPHALT CONCRETE SURFACE COURSE HAS
BEEN INCLUDED IN THE PLAN TO BE USED AS DIRECTED BY THE ENGINEER, TO
PAVE APPROACH AREAS TO EXISTING ASPHALT DRIVEWAYS. PAVING SHALL EXTEND
APPROXIMATELY FOUR (4) FEET INTO THE DRIVEWAY, MEASURED FROM THE EDGE
OF THE PAVEMENT. THICKNESS SHALL BE APPROXIMATELY THE SAME AS THE
ROADWAY PAVEMENT. FIELD DRIVES WILL NOT BE PAVED. ANY GRADING OF
EXISTING DRIVES, TACK OR PRIME COAT, ALL MATERIAL, LABOR, EQUIPMENT,
TOOLS AND INCIDENTALS NECESSARY TO COMPLETE WORK ON DRIVES SHALL BE
INCLUDED IN THE UNIT PRICE BID FOR ITEM 441 ASPHALT CONCRETE
INTERMEDIATE COURSE, TYPE 1, (448) AND ITEM 441 ASPHALT CONCRETE
SURFACE COURSE TYPE 1, (448) PG 70—22M.

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR
THE PURPOSE DESCRIBED ABOVE:

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 35 C.Y.
TYPE 1, (448)
ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 25 C.Y.

TYPE 1, (448) PG 70—-22M

ITEM 209 — LINEAR GRADING, AS PER PLAN

THE WORK UNDER THIS ITEM CONSISTS OF REMOVING EXISTING MATERIAL AND
PREPARING THE SUBGRADE FOR PAVING THE MAILBOX APPROACHES ACCORDING
TO THE DETAIL ON SHEET 7 OF THESE PLANS. THE MAILBOX APPROACHES TO BE

IMPROVED ARE LOCATED NORTH OF STATE ROUTE 20 FROM STA. 258+60 TO STA.

560+50. SOME MAILBOX POSTS MAY NEED TO BE MOVED BACK OR REPLACED
PRIOR TO LINEAR GRADING WORK IN ORDER TO ACCOMMODATE THE 4 FEET WIDE
APPROACH. A TOTAL OF 88 MAILBOX APPROACHES HAVE BEEN IDENTIFIED FOR
THIS PROJECT, WITH EACH APPROACH BEING APPROX. 60 FEET LONG AND 4
FEET WIDE.

PAYMENT FOR THIS ITEM WILL BE IN A PER LINEAR FOOT BASIS. COST OF
MOVING MAILBOX POSTS SHALL BE INCLUDED UNDER THIS ITEM.

ITEM 253 — PAVEMENT REPAIR

AN ESTIMATED QUANTITY OF ITEM 253 PAVEMENT REPAIR HAS BEEN INCLUDED IN THE PLAN
TO BE USED AS A CONTINGENCY AS DIRECTED BY THE ENGINEER. THE WORK SHALL
INCLUDE REMOVAL AND REPLACEMENT OF THE ASPHALT MATERIAL AT THE DESIGNATED
REPAIR AREAS. CONTRACTOR SHALL REPLACE DETERIORATED PAVEMENT WITH ITEM 301
ASPHALT CONCRETE BASE. DEPTH OF REPAIR SHALL BE A MINIMUM OF 6 INCHES. LENGTH
AND WIDTH OF REPAIRS SHALL BE AS DIRECTED BY THE ENGINEER. MINIMUM WIDTH OF
REPAIRS SHALL BE 4 FEET.

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE:

ITEM 253 PAVEMENT REPAIR 200 S.Y.

CONNECTIONS TO ADJACENT PAVEMENTS

THE MAINLINE PROFILE TRANSITIONS (VERTICAL TRANSITION REQUIRED TO CONNECT TO
EXISTING PAVEMENT SURFACE) AT THE SIDE ROAD PROFILE TRANSITIONS, DRIVEWAY PROFILE
TRANSITIONS, AND THE ASPHALT MAILBOX APPROACHES SHALL BE PAVED USING A VARIABLE
441 INTERMEDIATE COURSE MATERIAL OVERLAYED WITH A 1 1/4 INCH COURSE OF THE
441 SURFACE COURSE, UNLESS APPROVED OTHERWISE BY THE ENGINEER. THE PROFILE
TAPERS FOR THE MAINLINE AND THE SIDE ROADS SHALL BE AT 120:1 SLOPE. THE
PROFILE TAPER FOR DRIVEWAYS SHALL BE AT A 12:1 SLOPE OR AS APPROVED BY THE
ENGINEER TO FIT FIELD CONDITIONS. FEATHER JOINTS SHALL BE PROVIDED FOR ALL
TIE=INS ON EXISTING CONCRETE SURFACES. IN ADDITION, BUTT JOINTS SHALL BE MILLED
AS DIRECTED BY THE ENGINEER ON THE FOLLOWING LOCATIONS: BEGINNING AND END OF
PROJECT, RAILROAD APPROACHES, SR 101 (NORTH & SOUTH), SR 20 (NORTH & SOUTH).
QUANTITIES FOR BUTT JOINTS HAVE BEEN INCLUDED ON SHEETS 9 & 10, UNDER ITEM
254 PAVEMENT PLANING ASPHALT CONCRETE (UNDER VARIOUS AREAS).

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE:

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 50 C.Y.
TYPE 1, (448)
ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 45 C.Y.

TYPE 1, (448) PG 70-22M

GENERAL NOTES
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ITEM 614, MAINTAINING TRAFFIC

TRAFFIC SHALL BE MAINTAINED AT ALL TIMES. THE LENGTH OF
RESTRICTED TRAFFIC ZONES SHALL BE KEPT TO A MINIMUM CONSISTENT
WITH THE SPECIFICATION REQUIREMENTS FOR PROTECTION OF COMPLETED
COURSES.

ALTERNATE ONE—-WAY TRAFFIC SHALL BE ESTABLISHED USING FLAGGER
CONTROL PER STANDARD DRAWINGS MT—-97.10, MT 97.11 AND MT 97.12.

ALL WORK AND TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE
WITH ITEM 614 AND OTHER APPLICABLE PORTIONS OF THE
SPECIFICATIONS AS WELL AS THE OHIO MANUAL OF UNIFORM TRAFFIC
CONTROL DEVICES. PAYMENT FOR ALL LABOR, EQUIPMENT AND
MATERIALS SHALL BE INCLUDED IN THE LUMP SUM CONTRACT PRICE
FOR ITEM 614, MAINTAINING TRAFFIC, UNLESS SEPARATELY ITEMIZED IN
THE PLAN.

THE CONTRACTOR SHALL ERECT THE WORK ZONE MARKING SIGNS PRIOR
TO COVERING THE EXISTING PAVEMENT MARKINGS. IN ADDITION, THE
CONTRACTOR SHALL MAKE A RECORD OF THE EXISTING PAVEMENT
MARKING LOCATIONS PRIOR TO COMMENCING THE RESURFACING
OPERATION.

ACCESS TO THE NORTH COAST INLAND TRAIL SHALL BE MAINTAINED AT
ALL TIMES.

STATIONING

THE STATIONS, WITHIN THE LIMITS OF THIS PROJECT, HAVE BEEN FIELD
MEASURED ON CENTER LINE, BY THE SANDUSKY COUNTY ENGINEER'’S
OFFICE.

ITEM 617 COMPACTED AGGREGATE, AS PER PLAN

THIS ITEM IS INCLUDED FOR INSTALLING CRUSHED AGGREGATE, AS
SHOWN ON THE PROPOSED TYPICAL SECTION, TO TRANSITION FROM THE
EDGE OF THE PROPOSED FINISHED ASPHALT CONCRETE COURSE AND
MATCHING TO THE EXISTING EARTH SHOULDER, AT APPROXIMATELY 2
FEET FROM THE FINISHED EDGE OF PAVEMENT. 150 CY OF ITEM 617
COMPACTED AGGREGATE, HAVE BEEN INCLUDED IN THE PLAN TO BE USED,
AS DIRECTED BY THE ENGINEER, TO ADJUST EXISTING AGGREGATE DRIVES,
WITHIN A MINIMUM OF 4 FEET AND A MAXIMUM OF 10 FEET, FROM THE
EDGE OF PAVEMENT. AGGREGATE DRIVES SHALL BE ADJUSTED THE SAME
DAY OF PAVING, AS DIRECTED.

ITEM 623 MONUMENT ASSEMBLY, AS PER PLAN

MONUMENTS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE DETAIL
AS SHOWN ON SHEET 8. FOR APPROXIMATE LOCATIONS OF PROPOSED
MONUMENT ASSEMBLIES, SEE SHEET 8.

THE COST FOR THIS WORK SHALL BE INCLUDED IN THE PRICE BID FOR
ITEM 623 MONUMENT ASSEMBLY, AS PER PLAN.

MONUMENT BOX ADJUSTED TO GRADE

ALL MONUMENT BOXES (EXISTING AND PROPOSED) SHALL BE ADJUSTED
TO THE FINAL GRADE OF THE PROPOSED ASPHALT SURFACE COURSE.
THE COST FOR THIS WORK SHALL BE INCLUDED IN THE PRICE BID FOR

ITEM 441 ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (448), PG
70—22M. (THERE ARE AN ESTIMATED 35 EXISTING BOXES AND 31
PROPOSED FOR A TOTAL OF 66 TO BE ADJUSTED TO GRADE.)

ITEM 644 STOP LINE

THE PROPOSED STOP LINES SHALL BE 24” IN WIDTH AND LOCATED
NEAR THE EXISTING STOP SIGN AT THE INTERSECTIONS OF COUNTY
ROAD 113, STATE ROUTE 101, AND STATE ROUTE Z20.

ITEM 832 EROSION CONTROL

THE FOLLOWING ESTIMATED QUANTITY IS PROVIDED FOR TEMPORARY
SEDIMENT AND EROSION CONTROL IN ACCORDANCE WITH THE

APPLICABLE REQUIREMENTS OF ODOT SUPPLEMENTAL SPECIFICATION 832:

ITEM 832 — EROSION CONTROL 1,000 EACH

TOTAL ESTIMATED EARTH DISTURBED AREA: 2,350 S.Y.

GENERAL NOTES
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ENVIRONMENTAL NOTES

THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO PREVENT ANY AND ALL
MATERIAL FROM GOING OFF THE EDGE OF BRIDGE DECK(S) AND EDGE OF
CULVERT(S) DURING ALL CONSTRUCTION OPERATIONS. THE CONTRACTOR
SHALL IMMEDIATELY REMOVE ANY MATERIAL THAT FALLS INTO THE ROADSIDE
DITCHES, STREAMS, WETLANDS, OR OTHER WATERS THROUGH
NON—MECHANICAL MEANS. UNDER NO CIRCUMSTANCES SHALL THE
CONTRACTOR WORK IN OR STORE EQUIPMENT AND/OR MATERIALS IN ANY
WETLANDS, STREAMS, OR OTHER WATERS. NO WORK OR STAGING IS
PERMITTED BELOW THE TOP OF BANK OF ANY STREAM AND/OR WITHIN A
WETLAND.

KARST AREAS (STA. 286+50 TO STA. 560+50)

THE UNDERLYING GEOLOGY OF THE PROJECT AREA IN SANDUSKY COUNTY IS
A KARST REGION, WHICH IS HIGHLY SUSCEPTIBLE TO GROUND WATER
CONTAMINATION. OHIO EPA HAS ESTABLISHED THIS ENTIRE KARST REGION AS
A DRINKING WATER SOURCE PROTECTION AREA TO PROTECT THE 15 PUBLIC
WATER SYSTEMS WHICH USE GROUND WATER IN THE REGION AS THEIR
DRINKING WATER SOURCE. IN ORDER TO MINIMIZE THE POTENTIAL FOR A
RELEASE IN THIS SENSITIVE AREA DO NOT PERFORM EQUIPMENT FUELING
WITHIN THE LOCATIONS IDENTIFIED WITHIN THE STATIONS BELOW. IF
REFUELING OF IMMOBILE EQUIPMENT IS NECESSARY WITHIN THESE LIMITS,
PROVIDE SECONDARY CONTAINMENT WITH ENOUGH CAPACITY TO COMPLETELY
CONTAIN AND COLLECT ALL POTENTIAL LIQUID WASTES IN THE EVENT OF A
SPILL. DO NOT PERFORM MAINTENANCE ACTIVITIES ASSOCIATED WITH ANY
VISCOUS MATERIAL THAT HAS POTENTIAL TO CONTAMINATE THE
GROUNDWATER. ALL EQUIPMENT OR LIQUID CONTAINERS SHALL BE
REGULARLY CHECKED FOR LEAKS PRIOR TO ENTERING THE RESTRICTED
AREAS. THE CONTRACTOR SHALL DEVELOP A SPILL PREVENTION CONTROL
AND COUNTERMEASURE PLAN (SPCC) WHICH SHALL ALSO INCLUDE ALL
AREAS OF FUEL STORAGE, EQUIPMENT MAINTENANCE, AND SPILL KITS. ALL
AREAS UTILIZED BY THE CONTRACTOR NOT INCLUDED WITHIN THE
RESTRICTION AREA (STATION 286+50 TO STATION 560+50) AND NOT IN THE
PROJECT LIMITS SHALL BE ASSESSED FOR POTENTIAL GROUNDWATER
CONTAMINATION AND BE INDICATED ON THE SPILL PREVENTION CONTROL AND
COUNTERMEASURES PLAN. THE CONTRACTOR SHALL IMMEDIATELY TAKE STEPS
TO MITIGATE ANY EVENT, SUCH AS A SPILL OF FUELS, OILS, OR CHEMICALS.
ANY SUCH SPILL OR EVENT SHALL BE REPORTED IMMEDIATELY TO THE
EMERGENCY CONTACT LISTED BELOW FOR EACH DRINKING WATER SOURCE.
IF THE SPILL IS A REPORTABLE AMOUNT, THE CONTRACTOR SHOULD
CONTACT SANDUSKY COUNTY EMERGENCY MANAGEMENT (419-334—-8933)
SOURCE AND OHIO EPA ENVIRONMENTAL RESPONSE AND REVITALIZATION
(419-373-3031 OR 800—282-9378) FOR CLEANUP OF THE SPILL.

TREES

THE INTENT OF THIS PROJECT IS TO NOT REMOVE ANY TREES. THE
PROJECT IS LOCATED WITHIN THE KNOWN HABITAT RANGES OF THE
FEDERALLY LISTED AND PROTECTED INDIANA BAT AND NORTHERN
LONG—EARED BAT. NO TREES SHALL BE REMOVED UNDER THIS
PROJECT. THIS REQUIREMENT IS NECESSARY TO AVOID AND MINIMIZE
IMPACTS TO THESE SPECIES AS REQUIRED BY THE ENDANGERED SPECIES
ACT. FOR THE PURPOSES OF THIS NOTE, A TREE IS DEFINED AS A
LIVE, DYING, OR DEAD WOODY PLANT, WITH A TRUNK THREE INCHES OR
GREATER IN DIAMETER AT A HEIGHT OF 4.5 FEET ABOVE THE GROUND
SURFACE, AND WITH A MINIMUM HEIGHT OF 13 FEET.

GENERAL NOTES
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NOT TO SCALE
BETWEEN STA. 0+00 AND STA. 560+50
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VARIABLE — SEE SHEETS 9 & 10
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ITEM 407 — TACK COAT FOR INTERMEDIATE COURSE — 0.08 Gal./SY

ITEM 407 — TACK COAT — 0.05 Gal./SY
EXISTING ASPHALTIC BASE MATERIAL
ITEM 617 — COMPACTED AGGREGATE, AS PER PLAN

ITEM 441 — 1 1/4” ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (448) PG 70—22M

ITEM 441 — 0-3/4" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1 (448)

ITEM 254 — PAVEMENT PLANING ASPHALT CONCRETE (SEE SHEETS 9 & 10 FOR LOCATIONS)

TYPICAL DRIVEWAY  DETAIL
NOT TO SCALE
VARIES
FEATHER JT.
BUTT JOINT
4-’

C.R. 175

VARIES

1

FOR EXISTING DRIVES:

ITEM 254 — PAVEMENT PLANING (CONTRACTOR SHALL MILL ALL ASPHALT DRIVES
ON THE SECTIONS OF THE ROAD THAT GET MILLED.)
ITEM 441 — ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (448)

[TEM 209 — LINEAR GRADING, AS PER PLAN

EDGE OF DRIVEWAY \'\\

DRIVEWAY
(IF APPLICABLE)

EDGE OF ALL—WEATHER 14’ (MIN.)

SURFACE FOR MAIL STOP
4
[] MAILBOX
EDGE OF —_——
SHOULDER | MAIL_STOP // ]
______ EDGE OF
‘ PAVEMENT
30° 30’
! =
{=———1 DIRECTION OF TRAVEL

NOT TO SCALE

PROPOSED ITEM 301
ASPHALT CONCRETE BASE

MAIL_BOX
MALL BOX| | | posT

PROPOSED
INTERMEDIATE AND
SURFACE COURSES

EXISTING EDGE
OF PAVEMENT

PROPOSED ITEM 209
LINEAR GRADING (FOR
MAILBOX APPROACHES)

NOTE:

SOME MAILBOX POSTS MAY HAVE TO BE MOVED BACK OR
REPLACED TO ACCOMMODATE THE PROPOSED 4 FOOT
WIDE APPROACH. COST OF THIS WORK SHALL BE
INCLUDED UNDER ITEM 209 LINEAR GRADING (FOR
MAILBOX APPROACHES).

ITEM 441 — ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (448), PG 70—22M

MAILBOX APPROACH ESTIMATED QUANTITIES

STATION |SIDE | JALL | LENGTH TYTICAL | AREA | ITEM 301
FEET FEET SQ. YD. |THICKNESS| CY

258+60 — 269+00| RT. 6 360’ 4-0" 160 3” 14
269+00 — 329+20| RT. | 23 1,380 | 4-0" 615 3" | 52
329+20 - 373+70| RT. | 10 600’ 40" | 267 3" | 23
373+70 — 403+45| RT. 11 660’ 40" | 294 3" | 25
403+45 — 450+00| RT. 6 360’ 4-0" 160 3 14
450+00 - 512+30| RT. | 14 840’ 40" | 374 3 | 3
512430 — 560+50| RT. | 18 1,080 | 4-0" | 480 3” 40
Allowance for incidentals 720 25

[ 6,000’ 2350 205

CALCULATED |
CAB.
CHECKED
JRM.

DETAIL PAGE
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SANDUSKY COUNTY SHALL BE RESPONSIBLE FOR MONUMENT BOX ASSEMBLIES §
NOT TO SCALE REFERENCE POINTS FOR ALL PROPOSED MONUMENT
e ASSEMBLIES. THE REFERENCE POINTS SHALL CONSIST NO.| STATION NO.| STATION
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MBS Wouerr sor. pub i < P 5 |STA. 54+60+ 21 | STA. 175+90% Lu]
' stong (' Saes) COST OF ALL MONUMENT BOXES FINAL FINISH GRADE I L a2 =LAl 0
CONTRACTOR () oz - ADJUSTMENT SHALL BE INCLUDED IN ITEM 441, 3 STA' ST >4 STA‘ BIE02
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BEGIN PROJECT

STA. 0+00

ITEM 254 ASPHALT CONCRETE PAVEMENT PLANING
SHALL BE 2" THICK. (VARIOUS AREAS INCLUDE
THE MILLING OF ASPHALT DRIVEWAYS.)

N.T.S.

*ITEM 614, WORK ZONE CENTER LINE, CLASS Il
SHALL BE APPLIED TO THE PLANED SURFACE
AREA AND NEW ASPHALT COURSES, AS DIRECTED
BY THE ENGINEER.

CHECKED
JRM

CALCULATED|
C.AB

PAVING & PAVEMENT PLANING PLAN STA. 0+00 TO 277+50

SAN—-CR 175-0.00

PROPOSED PAVEMENT SHOULDER
TO PAVEMENT PLANING [TEM 407 ITEM 441 [ITEM 441 | ITEM 617 |ITEM 614
LOC POINT ASPHALT CONCRETE PAVEMENT ™ Tack TACK ASPHALT ASPHALT | COMPACTED |WORK ZONE
FEET | FEET | SQ. YARDS AREA COAT COAT CONCRETE, | CONCRETE, |AGGREGATE, | CENTER
00+00 TO 00+85 85’ |22°-0" 208 SQ. YARDS 2 2| INTERMEDIATE  |SURFACE COURSEI AS PER PLAN LINE
B 0.08 G/Y | 0.05 G/Y
02+10 TO 02+30 20" [22°-07 49 (FOR (FoR | COURSE TPE 1, | IV 1, (448) CLASS ||
93+00 TO 99+00 GOO, 21,—9” 1,450 INTERMEDIATE | SURFACE (448) PG 70-22M (SEE ABOVE
106+50 TO 125+00 | 1,850° |21'-9 4,471 LOG POINT TO LENGTH WP COURSE) COURSE) ~ |0-0-75 IN- THICK| 1.25 IN. THICK NOTE)
133+00 TO 242+30110,930" |24'-6" | 29,754 LOG POINT MILES | FEET | FEET GALLON [ GALLON [ CU. YARD [CU. YARD | CU. YARD [ MILE
245+15 T0 257400 | 1,385 |24 -6 3,771 00+00 TO 00+85 | .02 85 (22-0"| 208 17 10 Z 7 2 0.03
298+60 TO 258+80 20 125 -0 o2 02+10 1O 132+75 | 2.47 [13,065|21-97| 31,5674 | 2,526 1,579 658 1,096 326 4.95
270405 10 2754301 25 |22-3 | 1,298 132475 TO 242+30 | 2.07 [10,955 [24'—67|29,822 | 2,386 1,491 621 | 1,035 273 4.15
275+30 10 276+55 125 230 320 243+15 1O 257400 | 0.26 1,385 (24 -6"| 3,771 302 189 /9 131 35 0.52
( ] 258+60 10 277450 | 0.36 1,890 |23'-0"| 4,830 386 242 101 168 47 0.72
2.94 Mi.
VARIOUS AREAS & BUTT JOINTS 2,217 | |VARIOUS AREAS 253 239 157 153 147
TOTAL TO GENERAL SUMMARY 43,590 | [TOTALS TO GENERAL SUMMARY| 5.18 [27,380 70,205 5,870 3,750 1,620 | 2,590 830 13.31%

*—INCLUDES 2.94 MILES FOR GRINDING AREAS |
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PAVING & PAVEMENT PLANING PLAN STA. 277+50 TO 560+50

SAN—-CR 175-0.00
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*TEM 614, WORK ZONE CENTER LINE, CLASS II
SHALL BE APPLIED TO THE PLANED SURFACE
ITEM 254 ASPHALT CONCRETE PAVEMENT PLANING AREA AND NEW ASPHALT COURSES, AS DIRECTED
SHALL BE 2" THICK. (VARIOUS AREAS INCLUDE BY THE ENGINEER.
THE MILLING OF ASPHALT DRIVEWAYS.) N.T.S.
PROPOSED PAVEMENT SHOULDER
LOG POINT LENGTH WP ITEM 254 TACK COAT ASPHALT CONCRETE |TREATMENT
TO PAVEMENT PLANING ITEM 407 [TEM 441 | ITEM 441 |ITEM 617 |ITEM 614
LOG_POINT ASPHALT_CONCRETE PAVEMENT ™20k TACK ASPHALT ASPHAT | COMPACTED |WORK ZONE
FEET | FEET | SQ. YARDS AREA COAT COAT CONCRETE, |  CONCRETE, |AGGREGATE, | CENTER
299+00 TO 302450 | 350° |22°-3" 866 SQ. YARDS| 408 ¢ /v 0.05 G/y?| INTEREDATE |SURFACE COURSE| AS PER PLAN | | |NE
330+75 TO 334+25 350" [22°=3 866 (FOR (FOR COURSE TYPE 1, | TYPE 1, (448) CLASS ||
378+20 TO 386+25 805 |22'-3" 1,991 INTERWEDIATE | SURFACE (448) PG 70-29M (SEE ABOVE
421+00 TO 437+80 | 1,680" [22°-0" 4,107 LOG POINT TO LENGTH wpP COURSE) COURSE) 0-0.75 IN. THICK | 1.25 IN. THICK NOTE)
484+90 TO 495+70 | 880" |22'-0"] 2,152 LOG POINT MILES | FEET | FEET GALLON | GALLON [ CU. YARD [CU. YARD | CU. YARD | MILE
560+30 TO 560+50 20 |22°-0 49 277450 TO 409450 | 2.50 13,200 |22°=3"| 32,634 2611 1,632 680 1,133 329 5.00
409+50 TO 560+50 2.86 (15,100 [22'-0"| 36,912 2,953 1,846 /770 1,282 377 5.72
(0.77 Mi.)
VARIOUS AREAS & BUTT JOINTS 379 | |[VARIOUS AREAS 251 237 150 150 149
TOTAL TO GENERAL SUMMARY 10,4710 | |TOTALS TO GENERAL SUMMARY| 5.36 |[28,300 69,546 5,815 3,715 1,600 2,565 855 11.49%

*—INCLUDES 0.77 MILES FOR GRINDING AREAS |
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APPROXIMATELY 650 EXISTING RAISED PAVEMENT
MARKERS WILL NEED TO BE REMOVED PRIOR TO
PAVING. THE COST FOR THEIR REMOVAL SHALL BE
INCLUDED IN THE UNIT PRICE BID FOR “ITEM 621
RAISED PAVEMENT MARKER.”

THE PROPOSED RAISED PAVEMENT MARKERS SHALL BE
CONSTRUCTED AFTER THE FINAL PAVEMENT MARKING
MATERIAL IS APPLIED. ADDITIONAL RAISED PAVEMENT
MARKERS HAVE BEEN ADDED TO THE SUMMARY OF
QUANTITIES AND SHALL BE USED AS DIRECTED BY THE
ENGINEER. THE CONTRACTOR SHALL SUSPEND RPM’s

AND PAVEMENT MARKINGS AT ALL ROAD INTERSECTIONS.

THE CENTER LINE AND EDGE LINE TRAFFIC PAINT
SHALL CONFORM TO ODOT SPECIFICATION 740.02 OF
THE CURRENT CONSTRUCTION AND MATERIAL
SPECIFICATIONS.

SIZE OF LINES SHALL BE AS FOLLOWS:

A) A FOUR (4) INCH WIDE LINE SHALL BE USED.

B.) THE CENTER LINE OF YELLOW SHALL BE A BROKEN

LINE CONTAINING A TEN (10) FOOT STRIPED SEGMENT

AND A THIRTY (30) FOOT GAP.

C.) BARRIER LINES SHALL BE SOLID YELLOW LINES.

D.) EDGE LINES SHALL BE SOLID WHITE LINES.

E.) TRANSVERSE LINES SHALL BE SOLID YELLOW LINES
24" WIDE.

PROPOSED STOP LINES SHALL BE 24" IN WIDTH AND
LOCATED NEAR THE EXISTING STOP SIGN AT THE
FOLLOWING INTERSECTIONS:

AT COUNTY ROAD 113
AT STATE ROUTE 101
AT STATE ROUTE 20

ITEM 644

THERMOPLASTIC PAVEMENT MARKING

STOP LINE
FOOT EACH

RAILROAD SYMBOL

100 4

40 2

ITEM 642 TRAFFIC PAINT
EDGE LINE | CENTERLINE | EQUIVALENT | TRANSVERSE
MILES MILES SOLID LINE |SOLID YELLOW
MILES FOOT
21.11 10.55 11.44 40.00
4.71 2.35 3.00 40.00

LOCATION SUB—SUMMARY

SANDUSKY COUNTY

CAB.
CHECKED
J.RM.

CALCULATED

PRISVATIC TWO WAY
STRAIGHT LINE DETAIL | RPM
RETRO—REFLECTOR
STATIONING (LIN. FT.) COLORS REMARKS
FROM TO WHITE | YELLOW-YELLOW
0+00 5/+90 GAP /2 /2 COUNTY ROAD 115 TO TOWNSHIP ROAD 195
5/+90 132+/75 | GAP | 100 6 94 TOWNSHIP_ROAD 195 TO STATE ROUTE 101
152+/75 | 175490 | GAP | 60 6 54 STATE ROUTE 101 TO COUNTY ROAD 197
175+90 | 25/+00 | GAP | 107/ 6 107 COUNTY ROAD 197 TO STATE ROUTE 20
258+60 | 403+45| GAP | 188 6 182 STATE ROUTE 20 TO COUNTY ROAD 294
405+45 | 560+50 | GAP | 196 196 COUNTY ROAD 294 TO COUNTY ROAD 312
ADDITIONAL ALLOWANCE 12 12
TOTAL| /35 24 /11

RAISED PAVEMENT MARKER AND PAVEMENT MARKING PLAN — C.R. 175

SAN—-CR 175-0.00

@
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CHECKED
J.RM

CALCULATED,
C.AB

GENERAL SUMMARY

SHEET NUMBER PARTICIPATION
4 . 8 9 10 » RURAL MINOR|  URBAN | RURAL MAJOR || ITEM ITEM TOTAL | uNIT DESCRIPTION
01/STR/PV | 02/S<2/PV | 03/STR/PV EXT. QUANTITY
ROADWAY
0.75 0.22 0.03 103.05 05000 LUMP SUM PREMIUM FOR CONTRACT PERFORMANCE BOND
6,000 6,000 209 60501 6,000 L.F. LINEAR GRADING, AS PER PLAN
200 200 253 01000 200 S.Y. PAVEMENT REPAIR
43,590 10,410 17,955 32,200 3,845 254 01000 54,000 S.Y. PAVEMENT PLANING, ASPHALT CONCRETE
PAVEMENT
225 225 301 46000 225 C.Y. ASPHALT CONCRETE BASE
9,620 9,530 14,055 4,575 520 407 10000 19,150 GAL. TACK COAT
85 1,620 1,600 2,365 765 175 441 50200 3,305 C.Y. ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (448)
70 2,590 2,565 3,785 1,230 210 441 50100 5,225 c.Y. ASPHALT CONCRETE SURFACE COURSE, TYPE 1, (448) PG 70—22M
830 855 1,265 375 45 617 10101 1,685 C.Y. COMPACTED AGGREGATE, AS PER PLAN
MAINTENANCE OF TRAFFIC
0.75 0.22 0.03 614 11000 LUMP SUM MAINTAINING TRAFFIC
13.31 11.49 17.09 6.91 0.80 614 21400 24.80 MILE WORK ZONE CENTERLINE, CLASS I
TRAFFIC_CONTROL
735 550 160 25 621 00101 735 EACH RAISED PAVEMENT MARKER, AS PER PLAN
21.11 15.85 4,65 0.61 642 00100 21.11 MILE EDGE LINE, 4 INCH, TYPE 1
10.55 7.90 2.30 0.35 642 00300 10.55 MILE CENTER LINE, TYPE 1
40 40 642 00700 40 FEET TRANSVERSE/DIAGONAL LINE, TYPE 1
100 60 20 20 644 00500 100 FEET STOP LINE
4 2 1 1 644 01000 4 EACH RAILROAD SYMBOL MARKING
MISCELLANEOUS
31 12 17 2 623 38501 31 EACH MONUMENT ASSEMBLY, AS PER PLAN
1,000 832 30000 1,000 EACH EROSION CONTROL

@B SAN—-CR 175-0.00
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