STATE OF OHIO

SAN—-CR 53-0.00

DEPARTMENT OF TRANSPORTATION

1-800-362-2764 BALLVILLE AND SANDUSKY TOWNSHIPS

WWw.oups.org
* § o HESSVILLE % 8 e ;,
& ‘J”" — —LBQ __BOOKTOWN 8D, ! sy B .
500, ‘Q',_‘ g < 19 & 3 5
D¢ Sk ySANDUSKY % 4
i w B Howk Rd. 73 ENE ik ) %
I 7\ i s\ e o e &
WASHIN G@ ON. v AR Xy PROJECT DESCRIPTION
3| = E 2l s 7 Sy i WA s 3
- H SHADE RD. 65 Y pes . o |7 e[ g by & A “‘; Martin_Rd.
: S T N iy i IMPROVEMENT OF APPROX. 7.65 MILES OF COUNTY
I wlf e 2 TG = 5 B ", g ROAD 53 BY RESURFACING WITH ASPHALT CONCRETE,
, i f i T o &l s CONSTRUCTING AGGREGATE BERMS, PAVEMENT STRIPING
LIE S ; @?L ni 3 §E =0 AND RAISED PAVEMENT MARKINGS.
5 . p B S D taf 3 ¢
E NAPOLEON RO 5 S H L i E B &
/ ok = i DN SPECIFICATIONS
C o F ] & P 3 S AW § THE 2016 STANDARD SPECIFICATIONS OF THE STATE OF
L P M 5 st . OHIO, DEPARTMENT OF TRANSPORTATION, INCLUDING
i ol 1 S o | i3 & CHANGES AND SUPPLEMENTAL SPECIFICATIONS LISTED IN
Q a }E,_, o Wi THE PROPOSAL SHALL GOVERN THIS IMPROVEMENT.
PE—F g B Mg
\J A C K S O N ; gm HAVENBO STATION | RD, 39
HAVENS STATION RD. HU:S( E- s L,-I,\‘ Mg, & E §
R T L5 MeGarmley Rd. 2 203
e\ | A INDEX OF SHEETS
e T s & 2 e VIL l-gt TIHIE SHEEL ettt 1
8 SChemMatiC Plan. e 2
Generdl NOTeS. oo 3—6
B0 "Dz SURGION BURGCON _FD. B GREEN Detﬂ” PCI(_'.]E ............................................................................ 7
e i i Marltrert BoX DBEEIL.....cirearimsnmismmsinpasisns demnsasss siimmsian &8—9
= H Ele H Paving and Pavement Planing Plan.......c.oooe. 10—-11
g ‘ £ ) R.P.M. and Pavelmest MaFking Plif.ccsemammmmsoesmm 12
a 2 Xhﬁ/ © P i - Gerterdl U usm oo s S 13
LOCATION MAP
SCALE: MILES
0 1 F 3
| HEREBY APPROVE THESE PLANS AND DECLARE THAT
. THE MAKING OF THIS IMPROVEMENT WILL NOT REQUIRE
STANDARD CONSTRUCTION DRAWINGS ggggg&%{gﬂé ENGINEERS SEAL: THE CLOSING TO TRAFFIC OF THE HIGHWAY AND THAT
PROVISIONS FOR THE MAINTENANCE AND SAFETY OF
NUMBER DATE NUMBER DATE NUMBER DATE TRAFFIC WILL BE AS SET FORTH ON THE PLANS AND
BP—4.1 7—19—-13 | MT—97.10 07—18—-14 800 07—20—18 ESTIMATES.
RM—1.1 7—18—14 | MT—97.12 01—-20-17 832 01—-17—-14
MT—99.20 07—20—-18
PLANS PREPARED BY: MT—105.10 07—19—-13 é?
SANDUSKY COUNTY ENGINEER o ool pretd 7
2500 WEST STATE ST. DA NDUSKY COUNTY EML‘!NEER
FREMONT, OHIO 43420
TEL. 5419; 3349731 TC—65.10 01—-17—14
FAX. (419} 334—9733 TC—65.11 07-21-17
TC=71.10 01—-19-18

E180773

FEDERAL PROJECT No.

PID NO
107171

CONSTRUCTION PROJECT NO.

SAN—-CR 53-0.00

&Y




00°0—£G HO—NVS

2
13

PAVING

CONTINUE

wur
0 NY 1d DI ANVINTGHOS
(31N
Ce+S37 VIS
:|.-©ZM><& ONAdSNS
os+8%7 VIS
L1S Hlu
- SO+SET VIS R p—
AR TR
o
GL+977 VIS .
CEEIETRL A \\\\\\\\
nw.
NNV A
i Oﬁféﬁé
MV P IUPIS
HINNOD o
* Hw
nwo o
SRR
S\wﬂ. 1
o M
_,A,.\ O
[
& e
-
]
!
~ Jos+set wisy
cOZ Ml 4
o &
gl
w0
1
mm+mmw VIS
B L0Z D
§
e
<
O
o
=1 b
T
His
0.+26 VIS |=
T
Tis
D
O
)
0L+BS VIS
ERNNERPL
08+¢5 VIS B _ _
181 d¥L 3§ L8 dO
+
%_
3
L0 2
i £
e
O
oltiz ws 9 _
e T T e ‘ B B
(-
WA Avm =
0+
=z
Ot
L
0o
]
KLINDOD IMSKINYS Ob+0 V1S
XINAOD VOINAS — _| oLl a0
i@
|
[n e
&

eSS

2 GC+¢GS VIS
T
. ONIAV ONF
=
Ts)
™~
+
= o
o W
) &
e >
%)
3
=
&
™y
WO /
'
e
/ O
miw_m/
, Ay LSTOHIHON b
cs 608 3V QOOMISIHO
SO+90G M0 INVSYId /
o) D
(]
<L
o
e\
o d
N
/O
—_\n\l
N
i
@)
/\\
e
O
A
SOHSIY YIS
"a NNFO
\
\
o
P85y VIS o)
%0 VIS S
X
Q
e 2 508
% 2 sE0
U - g
E A
-z \o - \
 oBteRy VIS \
TR\ |,
,,’.},l —_—
lﬁlll@lm._rmw L
— .v kY ]
- ,.\ Opm_ o W.MJW R .
o @
3 —_— = e—
D TE
Ly
setzzy wis ! “ 2 ~—_—
o N1 L3SNNS o=
T I
Tg! OL+LLY VIS a
O IS NODNAHI z
<t g 9
<€ ggtliv L5 THAN
s \
(9]

CHE0y VIS

e A
GAY TivE
ﬁ ‘1S HIMON Nr

DRIVEWAYS AND DETAILS SEE SHEET
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CONSTRUCTION INITIATION

GENERAL

THE CONTRACTOR WILL ADVISE THE SANDUSKY COUNTY ENGINEER’S OFFICE AT
(419) 334—9731 OR BY FAX AT (419) 334—9733 EIGHTEEN (18) DAYS
PRIOR TO THE START OF ANY CONSTRUCTION WORK, ANY MAJOR DISRUPTIVE,
TIME DELAYING TRAFFIC CONTROL CHANGES, OR DETOURS DURING
CONSTRUCTION. UPON RECEIPT OF NOTICE FROM THE CONTRACTOR, SANDUSKY
COUNTY ENGINEER WILL NOTIFY AFFECTED AGENCIES INCLUDING LOCAL MEDIA
OQUTLETS, SCHOOLS, POLICE, FIRE, EMERGENCY SERVICES, BUS
TRANSPORTATION DEPARTMENTS, AND POST OFFICES FIFTEEN (15) DAYS PRIOR

TO THE WORK.

UTILITIES

THERE ARE NO UNDERGROUND FACILITIES SHOWN ON THIS PLAN. LISTED
BELOW ARE ALL UTILITIES AND RESPECTIVE OWNERS KNOWN TO BE LOCATED
WITHIN THE PROJECT CONSTRUCTION LIMITS.

TOLEDO EDISON
300 MADISON AVENUE
TOLEDO, OHIO 43652

(800) 447-3333

COLUMBIA GAS OF OHIO
33 SOUTH ERIE STREET
TOLEDO, OHIO 43602

(419) 252-8110

COLUMBIA GAS "TRANSMISSION"
1800 BROAD AVENUE
FINDLAY, OHIO 45840

(419) 722—6806

CITY OF FREMONT (WATER—SEWER)

700 CEDAR STREET
FREMONT, OHIO 43420

(419) 332-3181

AMERICAN ELECTRIC POWER (AEP)
430 EMMA STREET
FINDLAY, OH 45840

(800) 672—2231

AT&T
130 NORTH ERIE STREET
TOLEDO, OHIO 43604

(419) 245—5004

TIME WARNER CABLE
1800 E. STATE STREET
FREMONT, OHIO 43420
(800) 617—4311

CENTURYLINK
(800) 573—1311

NOTES

CONTINGENCY QUANTITIES

THE CONTRACTOR SHALL NOT ORDER MATERIALS OR PERFORM WORK DESIGNATED
BY PLAN NOTE TO BE USED "AS DIRECTED BY THE ENGINEER” UNLESS
AUTHORIZED BY THE ENGINEER. THE ACTUAL WORK LOCATIONS AND QUANTITIES
USED FOR SUCH ITEMS SHALL BE MADE A MATTER OF RECORD BY INCORPORATION
INTO THE FINAL CHANGE ORDER GOVERNING COMPLETION OF THIS PROJECT.

PROFILE AND ALIGNMENT

THE PROPOSED PAVEMENT RESURFACING SHALL FOLLOW THE ALIGNMENT AND
PROFILE OF THE EXISTING PAVEMENT.

CONSTRUCTION

THE PROJECT SHALL INCLUDE THE RESURFACING OF THE TWO SECTIONS OF
COUNTY ROAD 53. THE SOUTH PORTION (SOUTH TIFFIN ROAD) FROM STA. 0+00 TO
STA. 255+80. AND THE NORTH PORTION (PORT CLINTON ROAD) FROM STA.
405+00 TO STA. 553+55. THE PROJECT LIMITS ARE SHOWN ON THE PLAN DETAIL
SHEET. THE WORK SHALL INCLUDE RESURFACING OF APPROXIMATELY 7.65 MILES
OF ROADWAY. CONTRACTOR SHALL PERFORM ALL WORK WITHIN THE EXISTING
RIGHT—OF—WAY.

THE CONTRACTOR SHALL PAVE A MINIMUM 20 FOOT LONG APRON AT EACH SIDE
ROAD WITH ITEM 441, ASPHALT CONCRETE, INTERMEDIATE AND SURFACE COURSES
AS PER PLAN. QUANTITIES HAVE BEEN INCLUDED UNDER ITEM 254 FOR MILLING
BUTT JOINTS AT THESE LOCATIONS. THE APRONS SHALL BE MILLED TO MEET
EXISTING ROAD GRADES.

ASPHALT SPECIFICATIONS

THE REQUIREMENTS OF I[TEMS 401, 402, 403, 441 AND 448 OF THE 2016 EDITION
OF THE STATE OF OHIO, DEPARTMENT OF TRANSPORTATION, CONSTRUCTION AND
MATERIALS SPECIFICATIONS (0.D.0.T. C & MS) APPLY, EXCEPT AS MODIFIED BY THE
SUPPLEMENTAL SPECIFICATIONS IN THE CONTRACT. [TEM 448.02, DENSITY, DOES
NOT APPLY.

GENERAL NOTES
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GENERAL NOTES

ITEM 407 TACK COAT

THE RATE OF APPLICATION OF ITEM 407 TACK COAT SHALL BE SUBJECT TO
ADJUSTMENT, AS DIRECTED BY THE ENGINEER. PLAN QUANTITIES ARE FOR
ESTIMATING PURPOSES ONLY, THE PLAN QUANTITIES INDICATE AN AVERAGE
APPLICATION RATE OF:

0.05 GALLON PER S5Q. YARD
0.08 GALLON PER 5Q. YARD

407, TACK COAT
407, TACK COAT (FOR INTERMEDIATE COURSE)

RESIDENTIAL AND COMMERCIAL DRIVES

AN ESTIMATED QUANTITY OF ITEM 441 ASPHALT CONCRETE SURFACE COURSE HAS
BEEN INCLUDED IN THE PLAN TO BE USED AS DIRECTED BY THE ENGINEER, TO
PAVE APPROACH AREAS TO EXISTING ASPHALT DRIVEWAYS. PAVING SHALL EXTEND
APPROXIMATELY FOUR (4) FEET INTO THE DRIVEWAY, MEASURED FROM THE EDGE
OF THE PAVEMENT. THICKNESS SHALL BE APPROXIMATELY THE SAME AS THE
ROADWAY PAVEMENT. FIELD DRIVES WILL NOT BE PAVED. ANY GRADING OF
EXISTING DRIVES, TACK COAT, ALL MATERIAL, LABOR, EQUIPMENT, TOOLS AND
INCIDENTALS NECESSARY TO COMPLETE WORK ON DRIVES SHALL BE INCLUDED IN
THE UNIT PRICE BID FOR ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE,
TYPE 1, (448), ITEM 441 ASPHALT CONCRETE SURFACE COURSE TYPE 1, (448)
PG 64—22, AND [TEM 407 TACK COAT.

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR
THE PURPOSE DESCRIBED ABOVE:

ITEM 407 TACK COAT 200 GAL.

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 35 C..
TYPE 1, (448)

ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 25 C..

TYPE 1, (448) PG 64—22

ITEM 253 — PAVEMENT REPAIR

AN ESTIMATED QUANTITY OF ITEM 253 PAVEMENT REFPAIR HAS BEEN INCLUDED IN THE
PLAN TO BE USED AS A CONTINGENCY AS DIRECTED BY THE ENGINEER. THE WORK SHALL
INCLUDE REMOVAL AND REPLACEMENT OF THE ASPHALT MATERIAL AT THE DESIGNATED
REPAIR AREAS. CONTRACTOR SHALL REPLACE DETERIORATED PAVEMENT WITH ITEM 301
ASPHALT CONCRETE BASE. DEPTH OF REPAIR SHALL BE A MINIMUM OF 6 INCHES.
LENGTH AND WIDTH OF REPAIRS SHALL BE AS DIRECTED BY THE ENGINEER. MINIMUM
WIDTH OF REPAIRS SHALL BE 4 FEET.

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE:

ITEM 253 PAVEMENT REPAIR 200 S.Y.

CONNECTIONS TO ADJACENT PAVEMENTS

THE MAINLINE PROFILE TRANSITIONS (VERTICAL TRANSITION REQUIRED TO CONNECT TO
EXISTING PAVEMENT SURFACE) AT THE SIDE ROAD PROFILE TRANSITIONS, DRIVEWAY
PROFILE TRANSITIONS, AND THE ASPHALT MAILBOX APPROACHES SHALL BE PAVED USING
A VARIABLE 441 INTERMEDIATE COURSE MATERIAL OVERLAYED WITH A 1 1/4 INCH
COURSE OF THE 441 SURFACE COURSE, UNLESS APPROVED OTHERWISE BY THE
ENGINEER. THE PROFILE TAPERS FOR THE MAINLINE AND THE SIDE ROADS SHALL BE AT
120:1 SLOPE. THE PROFILE TAPER FOR DRIVEWAYS SHALL BE AT A 12:1 SLOPE OR AS
APPROVED BY THE ENGINEER TO FIT FIELD CONDITIONS. FEATHER JOINTS SHALL BE
PROVIDED FOR ALL TIE—INS ON EXISTING CONCRETE SURFACES. IN ADDITION, BUTT
JOINTS SHALL BE MILLED AS DIRECTED BY THE ENGINEER ON THE FOLLOWING
LOCATIONS: BEGINNING AND END OF PROJECT, RAILROAD APPROACHES, BALLVILLE
BRIDGE, NORTH STREET, SR 53, AND ALL SIDE ROAD LOCATIONS. QUANTITIES FOR BUTT
JOINTS HAVE BEEN INCLUDED ON SHEETS 10 & 11, UNDER ITEM 254 PAVEMENT
PLANING ASPHALT CONCRETE, AS PER PLAN (UNDER VARIOUS AREAS).

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE: '

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 50 C.Y.
TYPE 1, (448)
ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 45 C.Y,

TYPE 1, (448) PG 64—22

GENERAL NOTES
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GENERAL NOTES

I[TEM 614, MAINTAINING TRAFFIC

TRAFFIC SHALL BE MAINTAINED AT ALL TIMES. THE LENGTH OF RESTRICTED
TRAFFIC ZONES SHALL BE KEPT TO A MINIMUM CONSISTENT WITH THE
SPECIFICATION REQUIREMENTS FOR PROTECTION OF COMPLETED COURSES.

ALTERNATE ONE—WAY TRAFFIC SHALL BE ESTABLISHED USING FLAGGER
CONTROL PER STANDARD DRAWINGS MT—-97.10, AND MT 87.12.

ALL WORK AND TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE
WITH ITEM 614 AND OTHER APPLICABLE PORTIONS OF THE SPECIFICATIONS
AS WELL AS THE OHIO MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES.
PAYMENT FOR ALL LABOR, EQUIPMENT AND MATERIALS SHALL BE
INCLUDED IN THE LUMP SUM CONTRACT PRICE FOR ITEM 614,
MAINTAINING TRAFFIC, UNLESS SEPARATELY ITEMIZED IN THE PLAN.

THE CONTRACTOR SHALL ERECT THE WORK ZONE MARKING SIGNS PRIOR
TO COVERING THE EXISTING PAVEMENT MARKINGS. IN ADDITION, THE
CONTRACTOR SHALL MAKE A RECORD OF THE EXISTING PAVEMENT
MARKING LOCATIONS PRIOR TO COMMENCING THE RESURFACING
OPERATION.

NOTIFICATION OF TRAFFIC RESTRICTIONS

THROUGHOUT THE DURATION OF THE PROJECT, THE CONTRACTOR SHALL
NOTIFY THE PROJECT ENGINEER IN WRITING OF ALL TRAFFIC RESTRICTIONS
AND UPCOMING MAINTENANCE OF TRAFFIC CHANGES. THE CONTRACTOR
SHALL ENSURE THE WRITTEN NOTIFICATION IS SUBMITTED IN A TIMELY
MANNER TO ALLOW THE PROJECT ENGINEER TO MEET THE REQUIRED TIME
FRAMES SET FORTH IN THE TABLE BELOW TO INFORM THE SPECIAL
HAULING PERMITS SECTION (HAULING.PERMITS@DOT.OHIO.GOV) AND THE
DISTRICT PUBLIC INFORMATION OFFICE (PIO). THIS NOTIFICATION SHALL BE
RECEIVED BY THE PROJECT ENGINEER PRIOR TO THE PHYSICAL SETUP OF
ANY APPLICABLE SIGNS OR MESSAGE BOARDS.

INFORMATION SHOULD INCLUDE, BUT IS NOT LIMITED TO, ALL
CONSTRUCTION ACTIVITIES THAT IMPACT OR INTERFERE WITH TRAFFIC AND
SHALL LIST THE SPECIFIC LOCATION, TYPE OF WORK, ROAD STATUS, DATE
AND TIME OF RESTRICTION, DURATION OF RESTRICTION, NUMBER OF [ANES
MAINTAINED, NUMBER OF LANES CLOSED, MINIMUM VERTICAL CLEARANCE,
MINIMUM WIDTH OF DRIVABLE PAVEMENT, DETOUR ROUTES, IF APPLICABLE,
AND ANY OTHER INFORMATION REQUESTED BY THE PROJECT ENGINEER.

NOTIFICATION TIME TABLE

ITEM DURATION OF CLOSURE NOTICE DUE TO PERMITS & PIO

RAMP & >= 2 WEEKS 21 CAENDAR [AYS PRIOR TO CLOSURE
ROAD > 12 HOURS & < 2 WEEKS 14 CALENDAR DAYS PRIOR 7O CLOSURE
CLOSURES < 12 HOURS 4 BUSINESS DAYS PRIOR TO GLOSURE
{ANE >= 2 WEEKS 14 CALENDAR DAYS PROR TO0 QLOSURE
CLOSURES & < 2 WEEKS 5 BUSINESS DAYS PRIOR TO CLOSURE
RESTRICTIONS

START OF CONSTRUCTION & N/A 14 CALENDAR DAYS PRIOR TO IMPLEMENTATION

TRAFFIC FATTERN CHANGES

ANY UNFORESEEN CONDITIONS NOT SPECIFIED IN THE PLANS REQUIRING TRAFFIC
RESTRICTIONS SHALL ALSO BE REPORTED TO THE PROJECT ENGINEER USING THE
NOTIFICATION TIME TABLE.

STATIONING

THE STATIONS, WITHIN THE LIMITS OF THIS PROJECT, HAVE BEEN FIELD MEASURED ON
CENTER LINE, BY THE SANDUSKY COUNTY ENGINEER'S OFFICE.

ITEM 617 COMPACTED AGGREGATE, AS PER PLAN

THIS ITEM IS INCLUDED FOR INSTALLING CRUSHED AGGREGATE, AS SHOWN ON THE
PROPOSED TYPICAL SECTION, TO TRANSITION FROM THE EDGE OF THE PROPOSED FINISHED
ASPHALT CONCRETE COURSE AND MATCHING TO THE EXISTING EARTH SHOULDER, AT
APPROXIMATELY 2 FEET FROM THE FINISHED EDGE OF PAVEMENT. 150 CY OF HEM 617
COMPACTED AGGREGATE, HAVE BEEN INCLUDED IN THE EXTRA QUANTITIES UNDER "VARIOUS
AREAS™ TO BE USED, AS DIRECTED BY THE ENGINEER, TO ADJUST EXISTING AGGREGATE DRIVES,
WITHIN A MINIMUM OF 4 FEET AND A MAXIMUM OF 10 FEET, FROM THE EDGE OF PAVEMENT.
AGGREGATE DRIVES SHALL BE ADJUSTED THE SAME DAY OF PAVING, AS DIRECTED.

ITEM 623 MONUMENT ASSEMBLY, AS PER PLAN

MONUMENTS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE DETAIL AS SHOWN ON
SHEET 8 & 9. FOR APPROXIMATE LOCATIONS OF PROPOSED MONUMENT ASSEMBLIES, SEE
SHEET 8 & 9.

THE COST FOR THIS WORK SHALL BE INCLUDED IN THE PRICE BID FOR ITEM 623
MONUMENT ASSEMBLY, AS PER PLAN.

GENERAL NOTES
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GENERAL NOTES

MONUMENT BOX ADJUSTED TO GRADE

ALL MONUMENT BOXES (EXISTING AND PROPOSED) SHALL BE ADJUSTED TO THE
FINAL GRADE OF THE PROPQOSED ASPHALT SURFACE COURSE. THE COST FOR THIS
WORK SHALL BE INCLUDED IN THE PRICE BID FOR ITEM 441 ASPHALT CONCRETE

SURFACE COURSE, TYPE 1 (448), PG 64—22.

ITEM 644 STOP LINE

THE PROPOSED STOP LINES SHALL BE 24" IN WIDTH AND LOCATED NEAR THE
EXISTING STOP SIGN AT THE INTERSECTIONS OF CR 201, TR 221, NORTH STREET,
AND STATE ROUTE 53.

ENVIRONMENTAL NOTES

THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO PREVENT ANY AND ALL MATERIAL
FROM GOING OFF THE EDGE OF BRIDGE DECK(S) AND EDGE OF CULVERT(S) DURING
ALL CONSTRUCTION OPERATIONS. THE CONTRACTOR SHALL IMMEDIATELY REMOVE ANY
MATERIAL THAT FALLS INTO THE ROADSIDE DITCHES, STREAMS, WETLANDS, OR OTHER
WATERS THROUGH NON—MECHANICAL MEANS. UNDER NO CIRCUMSTANCES SHALL THE
CONTRACTOR WORK IN OR STORE EQUIPMENT AND/OR MATERIALS IN ANY WETLANDS,
STREAMS, OR OTHER WATERS. NO WORK OR STAGING IS PERMITIED BELOW THE TOP

OF BANK OF ANY STREAM AND/OR WITHIN A WETLAND.

TREES

THE INTENT OF THIS PROJECT IS TO NOT REMOVE ANY TREES. THE PROJECT IS
LOCATED WITHIN THE KNOWN HABITAT RANGES OF THE FEDERALLY LISTED AND
PROTECTED INDIANA BAT AND NORTHERN LONG—EARED BAT. NO TREES SHALL BE
REMOVED UNDER THIS PROJECT. THIS REQUIREMENT IS NECESSARY TO AVOID AND
MINIMIZE IMPACTS TO THESE SPECIES AS REQUIRED BY THE ENDANGERED SPECIES
ACT. FOR THE PURPOSES OF THIS NOTE, A TREE IS DEFINED AS A LIVE, DYING, OR
DEAD WOODY PLANT, WITH A TRUNK THREE INCHES OR GREATER IN DIAMETER AT A
HEIGHT OF 4.5 FEET ABOVE THE GROUND SURFACE, AND WITH A MINIMUM HEIGHT OF
13 FEET.

DRINKING WATER NOTE

THIS PROJECT IS LOCATED IN OR NEAR PUBLIC DRINKING WATER SOURCES. IN
ORDER TO MINIMIZE THE POTENTIAL FOR A RELEASE IN THIS SENSITIVE AREA
DO NOT PERFORM EQUIPMENT FUELING WITHIN THE LOCATIONS IDENTIFIED IN
THE TABLE BELOW. IF REFUELING OF IMMOBILE EQUIPMENT IS NECESSARY
WITHIN THESE LIMITS, PROVIDE SECONDARY  CONTAINMENT WITH ENOQUGH
CAPACITY TO COMPLETELY CONTAIN AND COLLECT ALL POTENTIAL LIQUID WASTES
IN THE EVENT OF A SPILL. DO NOT PERFORM MAINTENANCE ACTIVITIES
ASSOCIATED WITH ANY VISCOUS MATERIAL THAT HAS POTENTIAL TO CONTAMINATE
THE GROUNDWATER. ALL EQUIPMENT OR LIQUID CONTAINERS SHALL BE
REGULARLY CHECKED FOR LEAKS PRIOR TO ENTERING THE RESTRICTED AREAS.
THE CONTRACTOR SHALL DEVELOP A SPILL PREVENTION CONTROL AND
COUNTERMEASURE PILAN (SPCC) IF REFUELING OR MAINTENANCE WILL BE
PERFORMED WITHIN THE PROJECT LIMITS IN THE TABLE BELOW. IF ANY
REFUELING OR MAINTENANCE WILL BE PERFORMED OUTSIDE OF THE PROJECT
LIMITS, THE AREA SHALL BE ASSESSED FOR POTENTIAL  GROUNDWATER
CONTAMINATION AND BE INDICATED ON THE SPILL PREVENTION CONTROL AND
COUNTERMEASURES PLAN. THE CONTRACTOR SHALL IMMEDIATELY TAKE STEPS TO
MITIGATE ANY EVENT, SUCH AS A SPILL OF FUELS, OILS, OR CHEMICALS. ANY
SUCH SPILL OR EVENT SHALL BE REPORTED IMMEDIATELY TO THE EMERGENCY
CONTACT LISTED BELOW FOR EACH DRINKING WATER SOURCE. IF THE SPILL IS
A  REPORTABLE AMOUNT, THE CONTRACTOR SHOULD CONTACT SANDUSKY
COUNTY  EMERGENCY  MANAGEMENT  (419-334—8933) AND OHIO EPA
ENVIRONMENTAL ~ RESPONSE  AND  REVITALIZATION  (419-373—3031 OR

800—-282—-9378) FOR CLEANUP OF THE SPILL.

DRINKING WATER SOURCE RESTRICTED REFUELING AND MAINTENANCE AREA

BALLVILLE SUBWAY STA. 213+80 TO STA. 255+80
CONNOR COMMUNITY PARK STA. 196+80 TO STA. 213+80

CITY OF FREMONT CMZ STA. 0+00 TO STA. 155450

GENERAL NOTES
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VARIES ;

TYPICAL PAVEMENT SECTIONS

NOT TO SCALE

FROM STA. 0+00 TO STA. 255+80 AND
FROM STA. 405+00 TO STA. 553+55

VARIABLE — SEE SHEETS 10 & 11

S -

QRO

S C\L
CONSTRUCTION ;@
. 7@ % | VARIES
|
2'+ Ti/
l i S 3/16"/FT. 3/16"/FT.
17/FT. L=

ITEM 441
ITEM 407
ITEM 441
ITEM 407

Lowe — L o e e e e e e e -

— 1 1/4" ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (448) PG 64—22
— TACK COAT FOR INTERMEDIATE COURSE — 0.08 Gal./SY

— 0-3/4" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1 (448)

— TACK COAT — 0.05 Gal./SY

EXISTING ASPHALTIC BASE MATERIAL OR REINFORCED CONCRETE

ITEM 617

[TEM 254 — PAVEMENT PLANING ASPHALT CONCRETE, AS PER PLAN (SEE SHEETS 10 & 11 FOR LOCATIONS)

— COMPACTED AGGREGATE, AS PER PLAN

TYPICAL DRIVEWAY  DETAIL

NOT TO SCALE

\/ARIES
FEATHER JT. ,
BUTT JOINT J
A\\\ 4’
[
CR 53 - VARIES

FOR EXISTING DRIVES:

ITEM 254 — PAVEMENT PLANING (CONTRACTOR SHALL MILL ALL ASPHALT DRIVES
ON THE SECTIONS OF THE ROAD THAT GET MILLED.)

ITEM 407 — TACK COAT

ITEM 441 — ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (448)

ITEM 441 — ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (448), PG 64—22

CAB.
CHECKED
SRM.

CALCULATED |
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STA. 0+40
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MONUMENT BOX ASSEMBLY DETAIL

NOT TO SCALE
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OR APPROVED EQUAL. 0 i
CONTRACTOR IR s
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A 408405
UMMIT ST. 411+85

s

STA. 405+00

ELIZABETH ST.
STA. 433490

l NORTH ST.

STA 475405

e -
ﬁ ‘
KINGSGATE DR,

STA. 458+30

\

\ GLENN DR

SANDUSKY COUNTY SHALL BE RESPONSIBLE FOR
REFERENCE POINTS FOR ALL PROPOSED MONUMENT
ASSEMBLIES. THE REFERENCE POINTS SHALL CONSIST
OF NAILS 2 FEET EACH WAY OF THE POINT TO BE
MONUMENTED.

(MINIMUM OF 4 REFERENCE POINTS EACH)

ALL MONUMENT ASSEMBLIES SHALL BE CONSTRUCTED
PRIOR TO THE INTERMEDIATE COURSE OF ITEM 441.

COST OF ALL MONUMENT BOXES FINAL FINISH GRADE
ADJUSTMENT SHALL BE INCLUDED IN ITEM 441,
ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (448)
PG64—22.

MONUMENT BOX ASSEMBLIES

NO.| STATION NO.| STATION

408+55+4
412+104+
412+25+
415+55+
415+754+
#H7+70+
422485+
438+90+
452405+

17 | STA.
18 | STA.
19 | STA
20 | STA
21 | STA
22 | STA
23 | STA
24 | STA
25 | 5TA
26 |STA 502+55+
27 | STA. 511+60+
28 |STA. 530+65+
29 | STA 538+35%
30 |STA. 542+65L

TOTALS TO GENERAYL SUMMARY | 14
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] BRIDGE
zr‘gj—g STA. 540475 % ﬁ 6’0
L& - h
N | =Ny J %
50040 o —w 2
. —OAD 26 SANDUSKY RIVER / / /, \
- — N R /
— =T CUNTO /

CALCULATED |
CAB.

CHECKED
JRM

553+55

MONUMENT BOX DETAIL STA. 405+00

SAN—-CR 53-0.00
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CHECKED
LM

CALCULATED)
CAB.

PAVING & PAVEMENT PLANING PLAN STA. 0+00 TO 255+80
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ITEM 254 ASPHALT CONCRETE PAVEMENT PLANING SHALL BE 2" THICK. (VARIOUS ARFAS INCLUDE THE MILLING
OF ASPHALT DRIVEWAYS.) THE PLANING DEPTH SHALL MATCH THE COMBINED THICKNESS OF THE PROPOSED HTEM 614, WORK ZONE CENTER LINE, CLASS If
INTERMEDIATE AND SURFACE COURSES OF ASPHALT CONCRETE. THE FINISHED CROSS—SLOPE OF THE PLANED SHALL BE APPLIED TO THE PLANED SURFACE
SURFACE AND THE FINISHED ASPHALT CONCRETE SURFACE SHALL BE THE SAME, TYPICALLY ¥¢” PER FOOT AREA AND NEW ASPHALT COURSES, AS DIRECTED
T BY THE ENGINEER.
LLOG POINT TEM 4
10 LENGTH | WP PAVEMENT PLANING
LOG POINT fSPHALT COMCRETE PROPOSED PAVEMENT SHOULDER
' TACK COAT ASPHALT CONCRETE |TREATMENT
B ARy G SAVEMENT TEM_407 [TEM 441 | [TEM 441 | ITEM 617 |ITEM 614
08+30 TO 27+05 1,875 |21'-6" 4,480 AREA TACK TACK ASPHALT ASPHALT COMPACTED |WORK ZONE
33+90 TO 57480 | 2,390 |21'-6"] 5,710 COAT COAT | CONCRETE, | CONCREEE, |AGOREGAIE, | CENTER
50185 To T0+50 1 965 [21—6"1 2306 SQ. YARDS| 508 /v 2 0.05 G,/y2| INFERMEDATE |SURFACE COURSE AS PER PLAN |~ [jNE
70450 TO 75490 | 340 121 =37 803 !NTE(RfﬁEDiATE St(JEOFRACE COUR?‘E@T}PE L s é"“(gg) (SCELEAi%OI\’/E
98+30 TO 102+50 | 420 [21'~3" 992 L0C POINT 10 LENGTH = COURSE) | COURSE) [P-075 N THCK | 125 IN. THCK NOTE)
e 30021 - ?2: LOG POINT MILES | FEET | FEET GALLON | GALLON | CU. YARD |CU. YARD | CU. YARD | MILE
N R By 21 =3 o 00400 1O 70450 | 1.34 | 7.050 |21—6"| 16,842 | 1,347 847 351 585 176 2.67
+ e /90 121 =5 : 70450 70 205480 | 2.56 113,580 |21 —3"] 31,046 | 2,556 | 1.597 665 | 1,109 337 | 5.13
184+50 TO 189+00| 450 121°-3 1,063 | ™ 205+80 T0 240+35 | 0.65 | 3,455 129-6"| 11,325 906 566 236 393 86 1.31
206+20 TO 240+35| 3,415°129°~6"| 11,194 | [ 040+35 TO 255+80 | 0.29 | 1,545 |24 —0"| 4,120 330 206 56 143 39 0.59
240435 TO 255480 1,545 |24’-0" 4,120
(2.96 Mi.)
VARIOUS AREAS & BUTT JOINTS 1,679 | |VARIOUS AREAS 261 169 87 120 177
TOTAL TO GENERAL SUMMARY 42,385 | [TOTALS TO GENERAL SUMMARY| 4.84 (25,580 64,233 5,400 3,580 1,425 2,350 815 12.66%

*—INCLUDES 2.96 MILES FOR GRINDING AREAS |

SAN—-CR 53-0.00
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CONTINUE PAVING
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STA. 475405

GLENN DR.

N.T.S.

ITEM 254 ASPHALT CONCRETE PAVEMENT PLANING SHALL BE 2”7 THICK. (VARIOUS AREAS INCLUDE THE MILLING

PLEASANT PR, 5068+05

NORTHCREST AVE.

BRIDGE

STA. 540+75

SANDUSKY RIVER

END PAVING
STA. 553+55

*TEM 614, WORK ZONE CENTER LINE, CLASS I
SHALL BE APPLIED TO THE PLANED SURFACE
AREA AND NEW ASPHALT COURSES, AS DIRECTED
BY THE ENGINEER.

CALCULATED:
CARB

CHECKED
JRM

PAVING & PAVEMENT PLANING PLAN STA. 405+00 TO 553+55

SAN-CR 53-0.00

OF ASPHALT DRIVEWAYS.) THE PLANING DEPTH SHALL MATCH THE COMBINED THICKNESS OF THE PROPOSED PROPOSED PAVEMENT SHOULDER
INTERMEDIATE AND SURFACE COURSES OF ASPHALT CONCRETE. THE FINISHED CROSS—SLOPE OF THE PLANED TACK COAT ASPHALT CONCRETE |TREATMENT
SURFACE AND THE FINISHED ASPHALT CONCRETE SURFACE SHALL BE THE SAME, TYPICALLY %" PER FOOT B AVEMENT ITEM 407 ITEM 441 | ITEM 441 | ITEM 617 |ITEM 614
AREA TACK TACK ASPHALT C%m% A%%“é?é%? WORK ZONE
LOG POINT LENGTH| wp | [TEM 254 sq. YARDS| . COAT COAT ,Nﬁgﬁf,ﬁg{fm SURFACE. COURSE] AS PER PLAN CENTER
TO PAVEMENT PLANING 0.08 G/Y“} 0.05 G/Y LINE
LOG POINT ASPHALT CONCRETE, (FOR (For | COURE MPE L\ TPE 1, (445) CLASS I
A5 PER PLAN INTERMEDIATE | SURFACE (+48) PG 64-22 (SEE ABOVE
FEET | FEET | SQ. YARDS LOG POINT TO LENGTH WP COURSE) COURSE) (0075 N THCK | 1.25 . THCK NOTE)
405+00 TO 426490 | 2,190'|24'=0") 5,840 LOG POINT MILES | FEET | FEET GALLON | OALLON | CU. YARD |CU. YARD |CU. YARD | MILE
426+90 TO 435+05| 815 |26'-0"] 2,959 305+00 70 426490 | 0.42 | 2,190 |[24~0"| 5,840 767 292 127 203 55 | 0.83
435+05 TO 463460 | 2,855 125°-0"| /.91 426190 TO 435405 | 0.15 815 [26—0"| 2,355 188 118 49 82 20 0.31
463+60 TO 482+00 | 1,840 12701 5,520 435405 TO 463460 | 0.54 | 2,855 250" 7,931 634 397 165 275 71 1.08
482+00 TO 502420 | 2,020° |28 -6"| 6,59/ 463+60 10 482+00 | 0.35 | 1,840 [27-0"] 5,520 442 276 115 192 46 | 0.70
502+20 70 512475 | 1,055° |26'-6"| 3,107 282400 10 502+20 | 0.38 | 2.020 |28—6"| 6,397 512 320 133 2070 50 0.76
512+75 TO 537+25 | 2,450 |28'-0"] 7,623 502420 10 512+75 | 020 | 1,055 |26-6"] 3,107 249 155 65 708 26 0.40
537+25 TO 544+25| 700" |30'-0"| 2,334 512475 10 537425 | 0.46 | 2,450 |28 -0"| 7,623 610 381 759 265 61 0.93
544+25 10 552+55 830" | 26°—0" 2,398 537425 10 544+25| 0.13 700 | 300" 2,334 187 117 49 81 17 0.27
552+55 TO 553+55 100" | 30'-0" 334 544425 TO 552455 | 0.16 830 [26'-0"| 2,398 192 120 50 83 21 0.31
( | 552+55 TO 553+55 | 0.02 100 | 30-0" 334 27 17 7 12 2 0.04
2.81 M.
VARIOUS AREAS & BUTT JOINTS 2,017 | |VARIOUS AREAS 177 107 56 82 121
TOTAL TO GENERAL SUMMARY 45,850 " [TOTALS TO GENERAL SUMMARY| 2.81 |14,855 43,839 3,685 2,300 970 1,605 490 8.44*

*—INCLUDES 2.81 MILES FOR GRINDING AREAS

D




APPROXIMATELY 535 EXISTING RAISED
PAVEMENT MARKERS WILL NEED TO BE
REMOVED PRIOR TO PAVING. THE COST FOR
THEIR REMOVAL SHALL BE INCLUDED IN THE
UNIT PRICE BID FOR "ITEM 621 RAISED
PAVEMENT MARKER.”

THE PROPOSED RAISED PAVEMENT MARKERS
SHALL BE CONSTRUCTED AFTER THE FINAL
PAVEMENT MARKING MATERIAL IS APPLIED.
BLUE RPM’S SHALL BE PLACED ABOUT ONE
FOOT OFF THE CENTERLINE OF THE ROAD,
TOWARDS THE SIDE OF THE LOCATION OF
THE FIRE HYDRANT. ADDITIONAL RAISED
PAVEMENT MARKERS HAVE BEEN ADDED TO
THE SUMMARY OF QUANTITIES AND SHALL BE
USED AS DIRECTED BY THE ENGINEER. THE
CONTRACTOR SHALL SUSPEND RPM’s AND
PAVEMENT MARKINGS AT ALL ROAD
INTERSECTIONS.

THE CENTER LINE AND EDGE LINE TRAFFIC
PAINT SHALL CONFORM TO 0ODOT
SPECIFICATION 740.02 OF THE CURRENT
CONSTRUCTION AND MATERIAL
SPECIFICATIONS.

SIZE OF LINES SHALL BE AS FOLLOWS:

A) A FOUR (4) INCH WIDE LINE SHALL BE

USED.

B.) THE CENTER LINE OF YELLOW SHALL BE

A BROKEN LINE CONTAINING A TEN (10)

FOOT STRIPED SEGMENT AND A THIRTY (30)

FOOT GAP.

C.) BARRIER LINES SHALL BE SOLID YELLOW

LINES.

D.) EDGE LINES SHALL BE SOLID WHITE

LINES.

E.) CHANNELIZING LINES SHALL BE SOLID
WHITE LINES 12” WIDE.

PROPOSED STOP LINES SHALL BE 24" IN
WIDTH AND LOCATED NEAR THE EXISTING
STOP SIGN AT THE FOLLOWING
INTERSECTIONS:

AT COUNTY ROAD 201
AT TOWNSHIP ROAD 221
AT NORTH STREET

AT STATE ROUTE 53

CALCULATED:
CAB.

CHECKED
JRM

RAISED PAVEMENT MARKER AND PAVEMENT MARKING PLAN — C.R. 53

THERMOPLAQ%:'ECMPA?/%&ENT MARKING (EM 92 ISARFIC DA
STOP LINE | RAILROAD SYMBOL [LANE ARROW EDGT N | CERIEEEINE | EQUIVALENT | CHANRELIZING

FOOT EACH FACH MILES FEET

SOUTH 40 SOUTH 9.6/ 4.84 3.05

NORTH 60 2 2 NORTH 5.63 2.81 /.62 55

SANDUSKY COUNTY
STRAIGHT LINE DETAIL | RPM T oy

ROAD STATIONING (LIN. FT.) COLORS REMARKS

FROM TO WHITE YELLOW-YELLOW | BLUE
C.R. 53 0+00 27+10 GAP 34 34 COUNTY ROAD 113 TO TOWNSHIP ROAD 173
27+10 92+70 GAP 82 82 TOWNSHIP ROAD 173 TO TOWNSHIP ROAD 133
92+ 70 128495 | GAP | 45 45 TOWNSHIP _ROAD 193 10 COUNTY ROAD 201
128495 205+80 | GAP | 96 96 COUNTY ROAD 201 TO COUNTY ROAD 160
205+80 255+80 | GAF 63 63 COUNTY ROAD 160 T0 BALLVILLE BRIDGE
405+00 435+05 | GAP 38 38 NORTH STREET TO RAILROAD TRACKS
435+05 452405 | GAP 25 25 RAILROAD TRACKS TO WHITAKER DRIVE
452405 512+75 | GAP 86 80 6 WHITAKER DRIVE TO NORTHCREST AVENUE
512475 553+55 | GAP 67 6 55 6 NORTHCREST AVENUE TO STATE ROUTE 53
ADDITIONAL ALLOWANCE 9 9
TOTAL| 545 6 527 12

SAN—CR 53-0.00
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CHECKED
J.R.M

CALCULATED
C.AB

SHEET NUMBER PARTICIPATION PAE%
PLAN
4 8 9 10 11 12 RURAL URBAN ITEM ITEM TOTAL | uNIT DESCRIPTION SEE
01/STR/PV 02/5<2/PV EXT. QUANTITY SHEET]
(3.89 Mi.) (3.76 Mi.) NO.
ROADWAY
0.51 0.49 103.05 05000 LUMP SUM PREMIUM FOR CONTRACT PERFORMANCE BOND
200 200 253 01000 200 5.Y. PAVEMENT REPAIR
42,385 45,850 27,275 60,960 254 01001 88,235 S.Y. PAVEMENT PLANING, ASPHALT CONCRETE, AS PER PLAN 10/11
16 14 1 19 623 38501 30 EACH || MONUMENT ASSEMBLY, AS PER PLAN 8/9
EROSION CONTROL
510 4390 832 30000 1,000 EACH EROSION CONTROL
S
PAVEMENT g
200 8,780 5,985 6,800 8,165 407 10G00 14,865 GAL. TACK COAT §
85 1,425 970 1,090 1,390 441 50200 2,480 c.y. || ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (448) a
70 2,350 1,605 1,800 2,225 441 50100 4,025 C.Y. ASPHALT CONCRETE SURFACE COURSE, TYPE 1, (448) PG 64-22 -
815 490 665 640 617 10101 1,305 C.Y. COMPACTED AGGREGATE, AS PER PLAN i 5 %
é
TRAFFIC CONTROL
545 260 285 621 00101 545 EACH || RPM, AS PER PLAN 12
15.30 7.80 7.50 642 00100 15.30 MILE EDGE LINE, 4 INCH, TYPE 1
7.65 3.90 3.75 642 00300 7.65 MiLE CENTER LINE, TYPE 1
55 55 642 00404 55 FEET CHANNELIZING LINE, 12 INCH, TYPE 1
100 20 80 644 00500 100 FEET STOP LINE
2 2 644 01000 2 EACH || RAILRCAD SYMBOL MARKING
2 2 644 01300 2 EACH LANE ARROW
MAINTENANCE OF TRAFFIC
12.66 8.44 9.82 11.28 614 21400 21.10 MILE WORK ZONE CENTERLINE, CLASS
INCIDENTALS =
0.51 0.49 614 11000 LUMP SUM MAINTAINING TRAFFIC CIS
9
S
2
w
@
\J3/




