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CONSTRUCTION INITIATION

GENERAL

THE CONTRACTOR WILL ADVISE THE SANDUSKY COUNTY ENGINEER’S OFFICE AT
(419) 334—9731 OR BY FAX AT (419) 334—9733 EIGHTEEN (18) DAYS PRIOR
TO THE START OF ANY CONSTRUCTION WORK, ANY MAJOR DISRUPTIVE, TIME
DELAYING TRAFFIC CONTROL CHANGES, OR DETOURS DURING CONSTRUCTION.
UPON RECEIPT OF NOTICE FROM THE CONTRACTOR, SANDUSKY COUNTY
ENGINEER WILL NOTIFY AFFECTED AGENCIES INCLUDING LOCAL MEDIA OUTLETS,
SCHOOLS, POLICE, FIRE, EMERGENCY SERVICES, BUS TRANSPORTATION
DEPARTMENTS, AND POST OFFICES FIFTEEN (15) DAYS PRIOR TO THE WORK.

UTILITIES

THERE ARE NO UNDERGROUND FACILITIES SHOWN ON THIS PLAN. LISTED BELOW
ARE ALL UTILITIES AND RESPECTIVE OWNERS KNOWN TO BE LOCATED WITHIN

THE PROJECT CONSTRUCTION LIMITS.

TOLEDO EDISON
6099 ANGOLA ROAD
HOLLAND, OHIO 43528

(800) 447-3333

COLUMBIA GAS OF OHIO
1021 N. MAIN STREET
MANSFIELD, OHIO 44903

(800) 344—4077

COLUMBIA GAS “TRANSMISSION”
1800 BROAD AVENUE
FINDLAY, OHIO 45840

(419) 722-6806

HANCOCK—WOOD ELECTRIC CORP.

1399 BUSINESS PARK DRIVE
NORTH BALTIMORE, OHIO 45872
(800) 445—4840

FRONTIER COMMUNICATIONS
1534 S.R. 511
ASHLAND, OHIO 44805

(419) 685-3174

AMERICAN ELECTRIC POWER (AEP)
430 EMMA STREET
FINDLAY, OH 45840

(800) 672-2231

AT&T
130 NORTH ERIE STREET
TOLEDO, OHIO 43604

(419) 245—5004

SPECTRUM
2390 SEAN DR.
FREMONT, OHIO 43420

(866) 874—2389

VILLAGE OF BETTSVILLE (SANITARY)
308 EMMA STREET
BETISVILLE, OHIO 44815

(419) 9865636

NORTH COAST GAS TRANSMISSION
445 HUTCHINSON AVENUE SUITE 810
COLUMBUS, OHIO 43235

(614) 505-7210

NOTES

UTILITIES (CONT.)

BRIGHTSPEED
944 S. CENTRAL AVENUE
LIMA, OHIO 45804

(419) 226—6299

SWICKARD
P.O. BOX 387
BETISVILLE, OHIO 44815

(419) 986—5171

SANDUSKY COUNTY ENGINEER
2500 W. STATE STREET
FREMONT, OH 43420

(419) 334—9731

CONTINGENCY QUANTITIES

THE CONTRACTOR SHALL NOT ORDER MATERIALS OR PERFORM WORK DESIGNATED
BY PLAN NOTE TO BE USED "AS DIRECTED BY THE ENGINEER” UNLESS
AUTHORIZED BY THE ENGINEER. THE ACTUAL WORK LOCATIONS AND QUANTITIES
USED FOR SUCH ITEMS SHALL BE MADE A MATTER OF RECORD BY INCORPORATION
INTO THE FINAL CHANGE ORDER GOVERNING COMPLETION OF THIS PROJECT.

PROFILE AND ALIGNMENT

THE PROPOSED PAVEMENT RESURFACING SHALL FOLLOW THE ALIGNMENT AND
PROFILE OF THE EXISTING PAVEMENT.

CONSTRUCTION

THE PROJECT SHALL INCLUDE THE RESURFACING OF COUNTY ROAD 1 FROM STA.
0+00 TO 536+25. THE PROJECT LIMITS ARE SHOWN ON THE PLAN DETAIL SHEET.
THE WORK SHALL INCLUDE RESURFACING OF APPROXIMATELY 10.16 MILES OF
ROADWAY. CONTRACTOR SHALL PERFORM ALL WORK WITHIN THE EXISTING
RIGHT—OF —WAY.

THE CONTRACTOR SHALL PAVE A MINIMUM 20 FOOT LONG APRON AT EACH SIDE
ROAD WITH ITEM 441, ASPHALT CONCRETE, INTERMEDIATE AND SURFACE COURSES
AS PER PLAN. QUANTITIES HAVE BEEN INCLUDED UNDER ITEM 254 FOR MILLING
BUTT JOINTS AT THESE LOCATIONS. THE APRONS SHALL BE MILLED TO MEET
EXISTING ROAD GRADES.

ASPHALT SPECIFICATIONS

THE REQUIREMENTS OF ITEMS 401, 402, 403, 440, 441 AND 449 OF THE 2023
EDITION OF THE STATE OF OHIO, DEPARTMENT OF TRANSPORTATION, CONSTRUCTION
AND MATERIALS SPECIFICATIONS (0.D.0.T. C & MS) APPLY, EXCEPT AS MODIFIED
BY THE SUPPLEMENTAL SPECIFICATIONS IN THE CONTRACT.

GENERAL NOTES
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GENERAL NOTES

ITEM 407 NON—TRACKING TACK COAT

THE RATE OF APPLICATION OF ITEM 407 NON—-TRACKING TACK COAT SHALL
BE SUBJECT TO ADJUSTMENT, AS DIRECTED BY THE ENGINEER. PLAN
QUANTITIES ARE FOR ESTIMATING PURPOSES ONLY, THE PLAN QUANTITIES
INDICATE AN AVERAGE  APPLICATION RATE OF:

407, NON—TRACKING TACK COAT 0.05 GALLON PER SQ. YARD

407, NON—TRACKING TACK COAT (FOR INTERMEDIATE COURSE) 0.08 GALLON
PER SQ. YARD

RESIDENTIAL AND COMMERCIAL DRIVES

AN ESTIMATED QUANTITY OF ITEM 441 ASPHALT CONCRETE SURFACE COURSE HAS
BEEN INCLUDED IN THE PLAN TO BE USED AS DIRECTED BY THE ENGINEER, TO
PAVE APPROACH AREAS TO EXISTING ASPHALT DRIVEWAYS. PAVING SHALL EXTEND
APPROXIMATELY FOUR (4) FEET INTO THE DRIVEWAY, MEASURED FROM THE EDGE
OF THE PAVEMENT. THICKNESS SHALL BE APPROXIMATELY THE SAME AS THE
ROADWAY PAVEMENT. FIELD DRIVES WILL NOT BE PAVED. ANY GRADING OF
EXISTING DRIVES, TACK COAT, ALL MATERIAL, LABOR, EQUIPMENT, TOOLS AND
INCIDENTALS NECESSARY TO COMPLETE WORK ON DRIVES SHALL BE INCLUDED IN
THE UNIT PRICE BID FOR ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE,
TYPE 1, (449), ITEM 441 ASPHALT CONCRETE SURFACE COURSE TYPE 1, (449)
PG 64—22, AND ITEM 407 NON—TRACKING TACK COAT.

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR
THE PURPOSE DESCRIBED ABOVE:

ITEM 407 NON—TRACKING TACK COAT 125 GAL.

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 85 C.Y.
TYPE 1, (449)

ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 60 C.Y.

TYPE 1, (449) PG 64-22

ITEM 253 — PAVEMENT REPAIR

AN ESTIMATED QUANTITY OF ITEM 253 PAVEMENT REPAIR HAS BEEN INCLUDED IN THE
PLAN TO BE USED AS A CONTINGENCY AS DIRECTED BY THE ENGINEER. THE WORK SHALL
INCLUDE REMOVAL AND REPLACEMENT OF THE ASPHALT MATERIAL AT THE DESIGNATED
REPAIR AREAS. CONTRACTOR SHALL REPLACE DETERIORATED PAVEMENT WITH ITEM 301
ASPHALT CONCRETE BASE. DEPTH OF REPAIR SHALL BE A MINIMUM OF 6 INCHES.
LENGTH AND WIDTH OF REPAIRS SHALL BE AS DIRECTED BY THE ENGINEER. MINIMUM
WIDTH OF REPAIRS SHALL BE 4 FEET.

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE:

ITEM 253 PAVEMENT REPAIR 200 S.Y.

CONNECTIONS TO ADJACENT PAVEMENTS

THE MAINLINE PROFILE TRANSITIONS (VERTICAL TRANSITION REQUIRED TO CONNECT TO
EXISTING PAVEMENT SURFACE) AT THE SIDE ROAD PROFILE TRANSITIONS, DRIVEWAY
PROFILE TRANSITIONS, AND THE ASPHALT MAILBOX APPROACHES SHALL BE PAVED USING
A VARIABLE 441 INTERMEDIATE COURSE MATERIAL OVERLAYED WITH A 1 1/4 INCH
COURSE OF THE 441 SURFACE COURSE, UNLESS APPROVED OTHERWISE BY THE
ENGINEER. THE PROFILE TAPERS FOR THE MAINLINE AND THE SIDE ROADS SHALL BE AT
120:1 SLOPE. THE PROFILE TAPER FOR DRIVEWAYS SHALL BE AT A 12:1 SLOPE OR AS
APPROVED BY THE ENGINEER TO FIT FIELD CONDITIONS. FEATHER JOINTS SHALL BE
PROVIDED FOR ALL TIE—-INS ON EXISTING CONCRETE SURFACES. IN ADDITION, BUTT
JOINTS SHALL BE MILLED AS DIRECTED BY THE ENGINEER ON THE FOLLOWING
LOCATIONS: BEGINNING AND END OF PROJECT, RAILROAD APPROACHES AND ALL SIDE
ROAD LOCATIONS. QUANTITIES FOR BUIT JOINTS HAVE BEEN INCLUDED ON SHEET 9,
UNDER ITEM 254 PAVEMENT PLANING ASPHALT CONCRETE, AS PER PLAN (UNDER
VARIOUS AREAS).

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE:

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 35 C.Y.
TYPE 1, (449)
ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 55 C.Y.

TYPE 1, (449) PG 64—22

GCGENERAL NOTES




GENERAL NOTES

ITEM 614, MAINTAINING TRAFFIC

TRAFFIC SHALL BE MAINTAINED AT ALL TIMES. THE LENGTH OF RESTRICTED
TRAFFIC ZONES SHALL BE KEPT TO A MINIMUM CONSISTENT WITH THE
SPECIFICATION REQUIREMENTS FOR PROTECTION OF COMPLETED COURSES.

ALTERNATE ONE—WAY TRAFFIC SHALL BE ESTABLISHED USING FLAGGER
CONTROL PER STANDARD DRAWINGS MT—-97.10, AND MT 97.12.

ALL WORK AND TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE WITH
ITEM 614 AND OTHER APPLICABLE PORTIONS OF THE SPECIFICATIONS AS WELL
AS THE OHIO MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES. PAYMENT FOR
ALL [ABOR, EQUIPMENT AND MATERIALS SHALL BE INCLUDED IN THE LUMP
SUM CONTRACT PRICE FOR ITEM 614, MAINTAINING TRAFFIC, UNLESS
SEPARATELY ITEMIZED IN THE PLAN.

THE CONTRACTOR SHALL ERECT THE WORK ZONE MARKING SIGNS PRIOR TO
COVERING THE EXISTING PAVEMENT MARKINGS. IN ADDITION, THE CONTRACTOR
SHALL MAKE A RECORD OF THE EXISTING PAVEMENT MARKING LOCATIONS
PRIOR TO COMMENCING THE RESURFACING OPERATION.

STATIONING

THE STATIONS, WITHIN THE LIMITS OF THIS PROJECT, HAVE BEEN FIELD
MEASURED ON CENTER LINE, BY THE SANDUSKY COUNTY ENGINEER’S OFFICE.

ITEM 617 COMPACTED AGGREGATE, AS PER PLAN

THIS ITEM IS INCLUDED FOR INSTALLING CRUSHED AGGREGATE, AS SHOWN ON
THE PROPOSED TYPICAL SECTION, TO TRANSITION FROM THE EDGE OF THE
PROPOSED FINISHED ASPHALT CONCRETE COURSE AND MATCHING TO THE
EXISTING EARTH SHOULDER, AT APPROXIMATELY 2 FEET FROM THE FINISHED
EDGE OF PAVEMENT. 150 CY OF ITEM 617 COMPACTED AGGREGATE, HAVE
BEEN INCLUDED IN THE PLAN TO BE USED, AS DIRECTED BY THE ENGINEER,
TO ADJUST EXISTING AGGREGATE DRIVES, WITHIN A MINIMUM OF 4 FEET AND
A MAXIMUM OF 10 FEET, FROM THE EDGE OF PAVEMENT. AGGREGATE DRIVES
SHALL BE ADJUSTED THE SAME DAY OF PAVING, AS DIRECTED.

ITEM 623 MONUMENT BOX ADJUSTED TO GRADE

ALL MONUMENT BOXES (EXISTING AND PROPOSED) SHALL BE ADJUSTED TO
THE FINAL GRADE OF THE PROPOSED ASPHALT SURFACE COURSE. SEE SHEET
8 FOR APPROXIMATE MONUMENT BOX LOCATIONS.

ITEM 644 STOP LINE

THE PROPOSED STOP LINES SHALL BE 24” IN WIDTH AND LOCATED NEAR THE EXISTING STOP
SIGN AT THE INTERSECTIONS OF US 23, SR 590 AND SR 12.

ENVIRONMENTAL NOTES

THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO PREVENT ANY AND ALL MATERIAL FROM
GOING OFF THE EDGE OF BRIDGE DECK(S) AND EDGE OF CULVERT(S) DURING ALL CONSTRUCTION
OPERATIONS. THE CONTRACTOR SHALL IMMEDIATELY REMOVE ANY MATERIAL THAT FALLS INTO THE
ROADSIDE DITCHES, STREAMS, WETLANDS, OR OTHER WATERS THROUGH NON-MECHANICAL MEANS.
UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR WORK IN OR STORE EQUIPMENT AND/OR
MATERIALS IN ANY WETLANDS, STREAMS, OR OTHER WATERS. NO WORK OR STAGING IS PERMITTED
BELOW THE TOP OF BANK OF ANY STREAM AND/OR WITHIN A WETLAND.

TREES

THE INTENT OF THIS PROJECT IS TO NOT REMOVE ANY TREES. THE PROJECT IS LOCATED WITHIN
THE KNOWN HABITAT RANGES OF THE FEDERALLY LISTED AND PROTECTED INDIANA BAT AND
NORTHERN LONG—EARED BAT. NO TREES SHALL BE REMOVED UNDER THIS PROJECT. THIS
REQUIREMENT IS NECESSARY TO AVOID AND MINIMIZE IMPACTS TO THESE SPECIES AS REQUIRED
BY THE ENDANGERED SPECIES ACT. FOR THE PURPOSES OF THIS NOTE, A TREE IS DEFINED AS A
LIVE, DYING, OR DEAD WOODY PLANT, WITH A TRUNK THREE INCHES OR GREATER IN DIAMETER AT
A HEIGHT OF 4.5 FEET ABOVE THE GROUND SURFACE, AND WITH A MINIMUM HEIGHT OF 13 FEET.

RAILROAD PROTECTIVE LIABILITY INSURANCE

THE INTENT OF THIS PROJECT AT THE RAILROAD GRADE CROSSING IS TO GRIND AND PAVE CLOSE
TO THE OUTER GRADE CROSSING MATERIAL (TIMBER, RUBBER OR CONCRETE) AS DETERMINED BY
THE ENGINEER AND BY THE RAILROAD REPRESENTATIVE. NO WORK SHALL BE PERFORMED IN THE
RAILROAD RIGHT—OF—WAY WITHOUT THE CONSENT OF THE RESPECTIVE RAILWAY. NO WORK SHALL
BE DONE TO THE CENTER AREA BETWEEN THE RAILS. THE CLOSEST PRACTICAL BUTT JOINT NEAR
THE CROSSING SHALL BE USED.

RAILROAD INSURANCE IS REQUIRED FOR WORK OR MACHINERY OPERATING WITHIN 15 FEET OF THE
RAILROAD TRACKS. THE INSURANCE SHALL HAVE THE FOLLOWING LIMITS:

$1,000,000 — EACH OCCURRENCE LIMIT
$2,000,000 — AGGREGATE LIMIT

THE LOCAL CONTACT PERSON SHALL BE NOTIFIED IN ADVANCE OF ANY WORK BEING PERFORMED
TO SCHEDULE AN INSPECTOR AND TO COORDINATE THIS PROJECT WITH THEM.

LOCAL CONTACT PERSON

MR. NATE MAZO NORTHERN OHIO & WESTERN RAILWAY, LLC
(216) 243-6649

GENERAL NOTES
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TYPICAL PAVEMENT — SECTIONS

NOT TO SCALE
FROM STA. 0+00 TO STA. 536+25

VARIABLE — SEE SHEETS 9

<
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CONSTRUCTION @
VARIES@ | VARIES
2'+ I 2'+
3/16”/FT. 3/16"/FT.
L L = ‘ ' =L | 17/F
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ITEM 441 — 1 1/4” ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449) PG 64—22
ITEM 407 — NON-TRACKING TACK COAT FOR INTERMEDIATE COURSE — 0.08 Gal./SY
ITEM 441 — 0-3/4" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1 (449)

ITEM 407 — NON-TRACKING TACK COAT — 0.05 Gal./SY

EXISTING ASPHALTIC BASE MATERIAL OR REINFORCED CONCRETE
ITEM 617 — COMPACTED AGGREGATE, AS PER PLAN

ITEM 254 — PAVEMENT PLANING ASPHALT CONCRETE, AS PER PLAN (SEE SHEET 9 FOR LOCATIONS)

TYPICAL DRIVEWAY  DETAIL

NOT TO SCALE

VARIES
FEATHER JT.
BUTT JOINT
4—’
CR 1L VARIES -

FOR EXISTING DRIVES:

ITEM 254 — PAVEMENT PLANING (CONTRACTOR SHALL MILL ALL ASPHALT DRIVES
ON THE SECTIONS OF THE ROAD THAT GET MILLED.)

ITEM 407 — NON—TRACKING TACK COAT

ITEM 441 — ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (449)

ITEM 441 — ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449), PG 64—22
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NOTE: NO PLANED SURFACES SHALL BE OPEN TO THE PUBLIC FOR MORE

THAN 7 DAYS.

IFF THE PLANED SURFACE IS OPEN FOR MORE THAN 7 DAYS,

THEN IT IS THE CONTRACTOR'S RESPONSIBILITY TO REPAIR THE PAVEMENT
FAILURES THAT OCCUR AFTER 7 DAYS.
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ITEM 254 ASPHALT CONCRETE PAVEMENT PLANING SHALL BE 2" THICK. (VARIOUS AREAS INCLUDE THE MILLING
OF ASPHALT DRIVEWAYS.) THE PLANING DEPTH SHALL MATCH THE COMBINED THICKNESS OF THE PROPOSED
INTERMEDIATE AND SURFACE COURSES OF ASPHALT CONCRETE. THE FINISHED CROSS—SLOPE OF THE PLANED
SURFACE AND THE FINISHED ASPHALT CONCRETE SURFACE SHALL BE THE SAME, TYPICALLY %g” PER FOOT
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AEND PAVING

STA. 536+25

NOTE: AFTER MILLING THE BRIDGE DECK, CONTRACTOR SHALL SCRATCH THE

MILLED SURFACE WITH %” MINIMUM OF ITEM 441, TYPE 1 (449). COUNTY

FORCES WILL THEN WATERPROOF THE BRIDGE OVER THE SCRATCH COURSE.
CONTRACTOR SHALL THEN PAVE OVER THE WATERPROOFING MATERIAL (TO
ALLOW BRIDGE TO BE OPEN FOR TRAFFIC), WITH %~ MINIMUM OF ITEM 441,

LOG_POINT LENGTH| WP | Tl 2% TYPE 1 (449). CONTRACTOR SHALL THEN APPLY THE REST OF THE THICKNESS
LOG POINT ASPHALT CONCRETE (MINIMUM 2”) OF ITEM 441, TYPE 1 (449), OVER THE WATERPROOFING DURING
e sAcg PE’:APRLSNS' NORMAL MAINLINE PAVING OPERATION. THIS WORK SHALL BE COORDINATED WITH
50500 70 27480 | 2780 216" 5.642 | HTEM 614, WORK ZONE CENTER LINE, CLASS I THE SANDUSKY COUNTY ENGINEER’'S OFFICE.
70+00 TO 156+75 | 8,675 |21'-6"| 20,724 SHALL BE APPLIED TO THE PLANED SURFACE PROPOSED PAVEMENT SHOULDER
178+60 TO 182+10 350’ [20’-6" 798 g’;EfT\HE\NgNg//%EARSPHALT COURSES, AS DIRECTED NON—TRACKING TACK COAT| ASPHALT CONCRETE |TREATMENT
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321+15 TO 327+60 | 645 |20—6"] 1,470 (FOR (For | COURSE MPE T, | TYPE 1, (449) CLASS ||
349+45 TO 362+65 | 1,320' |20'-6"| 3,007 INTERMEDIATE |~ SURFACE 0_07??,3) THCK g5 1 e (SEE ABOVE
427+20 TO 436+45| 925' |20'-9"| 2,133 LOG FOINT TO LENGTH COURSE) | COURSE) | ™ ~ " NOTE)
439460 TO 447400 | 740" |20'—a"| 1707 LOG POINT MILES | FEET GALLON | GALLON [CU. YARD |CU. YARD | CU. YARD | MILE
458+35 TO 474+90 | 1.655 |20'—9" 3,816 00+00 TO 165+00 | 3.13 16,500 39,417 3,153 1,971 821 1,369 535 6.25
: - —— : 1654+00 TO 185400 0.38 2,000 4,556 364 228 95 158 65 0.76
487+20 1O 491+50 | 4350 |20°-9 992 185+00 10 210+00 | 0.47 | 2,500 5,973 478 299 124 207 81 0.95
210400 TO 310400 1.89 (10,000 123,334 1,867 1,167 486 810 324 3.79
310400 TO 385400 1.42 /7,500 17,084 1,367/ 854 356 593 243 2.84
(4.22 Mi.) 385+00 TO 536+25 | 2.87 [15,125 34,872 2,790 1,744 726 1,211 490 5.73
VARIOUS AREAS & BUTT JOINTS 1,038 | [VARIOUS AREAS 501 312 162 262 112
TOTAL TO GENERAL SUMMARY 53,490 | |TOTALS TO GENERAL SUMMARY| 10.16 (53,625 125,236 10,520 6,575 2,770 4,610 1,850 24.54%*

*—INCLUDES 4.22 MILES FOR GRINDING AREAS

N.D.M.
CHECKED
CAB.

CALCULATED

PAVING & PAVEMENT PLANING PLAN STA. 0+00 TO 536+25

SAN—-CR 1-0.00




RPM, AS PER PLAN

APPROXIMATELY 670 EXISTING RAISED
PAVEMENT MARKERS (RPM) WILL NEED TO
BE REMOVED PRIOR TO PAVING. THE COST
FOR THEIR REMOVAL SHALL BE INCLUDED IN
THE UNIT PRICE BID FOR “ITEM 621 RPM,
AS PER PLAN.”

THE PROPOSED RAISED PAVEMENT MARKERS
SHALL BE CONSTRUCTED AFTER THE FINAL
PAVEMENT MARKING MATERIAL IS APPLIED. (IF
NEEDED) BLUE RPM’S SHALL BE PLACED
ABOUT ONE FOOT OFF THE CENTERLINE OF
THE ROAD, TOWARDS THE SIDE OF THE
LOCATION OF THE FIRE HYDRANT. ADDITIONAL
RAISED PAVEMENT MARKERS HAVE BEEN
ADDED TO THE SUMMARY OF QUANTITIES AND
SHALL BE USED AS DIRECTED BY THE
ENGINEER. THE CONTRACTOR SHALL SUSPEND
RPM’s AND PAVEMENT MARKINGS AT ALL
ROAD INTERSECTIONS.

PAVEMENT MARKING

THE CENTER LINE AND EDGE LINE TRAFFIC
PAINT SHALL CONFORM TO ODOT
SPECIFICATION 740.02 OF THE CURRENT
CONSTRUCTION AND MATERIAL
SPECIFICATIONS.

SIZE OF LINES SHALL BE AS FOLLOWS:

A) A FOUR (4) INCH WIDE LINE SHALL BE

USED.

B.) THE CENTER LINE OF YELLOW SHALL BE

A BROKEN LINE CONTAINING A TEN (10)

FOOT STRIPED SEGMENT AND A THIRTY (30)

FOOT GAP.

C.) BARRIER LINES SHALL BE SOLID YELLOW

LINES.

D.) EDGE LINES SHALL BE SOLID WHITE

LINES.

E.) CHANNELIZING LINES SHALL BE SOLID
WHITE LINES 12” WIDE.

PROPOSED STOP LINES SHALL BE 24" IN
WIDTH AND LOCATED NEAR THE EXISTING
STOP SIGN AT THE FOLLOWING
INTERSECTIONS:

AT UNITED STATES ROUTE 23
AT STATE ROUTE 590
AT STATE ROUTE 12

THERMOPLA,SFEJMPA?/LEGENT MARKING ITEM 642 TRAFFIC_PAINT
EDGE LINE ENTERLINE
STOP LINE | RAILROAD SYMBOL ,61;”_55 ¢ MILES ggHB/AH}:\j[\g
FOOT EACH MILES
50 2 20.32 10.16 4.909

LOCATION SUB—SUMMARY

SANDUSKY COUNTY

N.D.M.
CHECKED
CAB.

CALCULATED

1

RAISED PAVEMENT MARKER AND PAVEMENT MARKING PLAN — C.R.

STRAIGHT LINE DETAIL | RPM Pgé?ggzlgﬂqvgc%g
ROAD STATIONING (LIN. FT.) COLORS REMARKS
FROM TO WHITE YELLOW-YELLOW | BLUE
C.R. 1 0+00 2/+80 GAP 35 35 U.S. ROUTE 23 TO TOWNSHIP ROAD 4

2/+80 81+15 GAP 6/ 6/ TOWNSHIP _ROAD 4 TO TOWNSHIP ROAD 22
81+15 161+30 | GAP | 100 100 TOWNSHIP _ROAD 22 TO COUNTY ROAD 32
161+30 187480 [ GAP [ 33 33 COUNTY ROAD 32 TO COUNTY ROAD 36
187+80 267+70 | GAP | 100 100 COUNTY ROAD 36 TO TOWNSHIP ROAD 52
26/+70 295+25 | GAP 34 34 [OWNSHIP _ROAD 52 10 COUNTY ROAD 58
295+25 3/3+95 | GAP 98 98 COUNTY ROAD 58 TO SIATE ROUTE 635 N
3/3+95 455+65 | GAP | 100 100 STATE ROUTE 635 N TO TOWNSHIP ROAD 86
455+65 492+60 | GAP 49 49 [OWNSHIP _ROAD 86 10 RAILROAD TRACKS
492+60 506+/70 | GAP 18 18 RAILROAD TRACKS TO STAIE ROUTE 590
206+ /0 536+25 | GAP 37 37 STATE ROUTE 590 TO STAIE ROUTE 12
ADDITIONAL | ALLOWANCE 9 9

TOTAL | 680 680

€§ SAN—-CR 1-0.00




SHEET NUMBER »
ITEM | ITEM | TOTAL | UNIT s
5 6 8 9 10 EXT. | QUANT. DESCRIPTION S
NO. N
ROADWAY
103.05 | 05000 LUMP SUM PREMIUM FOR CONTRACT PERFORMANCE BOND
200 253 01000 200 S.Y. PAVEMENT REPAIR
53,490 254 01000 53,490 S.Y. PAVEMENT PLANING, ASPHALT CONCRETE, AS PER PLAN| 9
PAVEMENT
125 17,095 407 10000 [17,220 GAL. NON—-TRACKING TACK COAT
120 2,770 441 /0200 2,890 C.Y. ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (449)
115 4,610 441 /0000 4,725 C.Y. ASPHALT CONCRETE SURFACE COURSE, TYPE 1, (449) PG 64—22
150 1,850 617 10101 2,000 C.Y. COMPACTED AGGREGATE, AS PER PLAN
MAINTENANCE OF TRAFFIC
614 11000 LUMP SUM MAINTAINING TRAFFIC
24.54 614 21400 24.54 MILE WORK ZONE CENTERLINE, CLASS Il
TRAFFIC CONTROL
680 621 00101 680 EACH RPM, AS PER PLAN
20.32 642 00100 20.52 MILE EDGE LINE, 4 INCH, TYPE 1
10.16 642 00300 10.16 MILE CENTER LINE, TYPE 1
50 644 00500 50 FEET STOP LINE
2 644 01000 2 EACH RAILROAD SYMBOL MARKING, 96 INCH
MISCELLANEOUS
12 623 39500 12 EACH MONUMENT ASSEMBLY ADJUSTED TO GRADE
832 30000 1,000 EACH EROSION CONTROL
SPECIAL LUMP SUM PREMIUM FOR RAILROAD PROTECTIVE LIABILITY INSURANCE

CALCULATED
N.D.M.

CHECKED
C.AB.

GENERAL SUMMARY

SAN—-CR 1-0.00
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