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CONSTRUCTION INITIATION

GENERAL

THE CONTRACTOR WILL ADVISE THE SANDUSKY COUNTY ENGINEER’S OFFICE AT
(419) 334-9731 OR BY FAX AT (419) 334—9733 EIGHTEEN (18) DAYS PRIOR
TO THE START OF ANY CONSTRUCTION WORK, ANY MAJOR DISRUPTIVE, TIME
DELAYING TRAFFIC CONTROL CHANGES, OR DETOURS DURING CONSTRUCTION.
UPON RECEIPT OF NOTICE FROM THE CONTRACTOR, SANDUSKY COUNTY
ENGINEER WILL NOTIFY AFFECTED AGENCIES INCLUDING LOCAL MEDIA OUTLETS,
SCHOOLS, POLICE, FIRE, EMERGENCY SERVICES, BUS TRANSPORTATION
DEPARTMENTS, AND POST OFFICES FIFTEEN (15) DAYS PRIOR TO THE WORK.

UTILITIES

THERE ARE NO UNDERGROUND FACILITIES SHOWN ON THIS PLAN. LISTED BELOW
ARE ALL UTILITIES AND RESPECTIVE OWNERS KNOWN TO BE LOCATED WITHIN

THE PROJECT CONSTRUCTION LIMITS.

TOLEDO EDISON
6099 ANGOLA ROAD
HOLLAND, OHIO 43528

(800) 447-3333

COLUMBIA GAS OF OHIO
1021 N. MAIN STREET
MANSFIELD, OHIO 44903

(800) 344—4077

COLUMBIA GAS "TRANSMISSION”
1800 BROAD AVENUE
FINDLAY, OHIO 45840

(419) 722-6806

BRIGHTSPEED
944 S. CENTRAL AVENUE
LIMA, OHIO 45804

(419) 226-6299

SENECA COUNTY ENGINEER
3300 S. TR 151
TIFFIN, OHIO 44883

(419) 447—1011

AMERICAN ELECTRIC POWER (AEP)
430 EMMA STREET
FINDLAY, OHIO 45840

(800) 672—-2231

AT&T
130 NORTH ERIE STREET
TOLEDO, OHIO 43604

(419) 245-5004

SPECTRUM
2390 SEAN DR.
FREMONT, OHIO 43420

(866) 874—2389

SANDUSKY COUNTY ENGINEER
2500 W. STATE STREET
FREMONT, OHIO 43420

(419) 334-9731

NOTES

CONTINGENCY QUANTITIES

THE CONTRACTOR SHALL NOT ORDER MATERIALS OR PERFORM WORK DESIGNATED

BY PLAN NOTE TO BE USED "AS DIRECTED BY THE ENGINEER” UNLESS
AUTHORIZED BY THE ENGINEER. THE ACTUAL WORK LOCATIONS AND QUANTITIES
USED FOR SUCH ITEMS SHALL BE MADE A MATTER OF RECORD BY INCORPORATION
INTO THE FINAL CHANGE ORDER GOVERNING COMPLETION OF THIS PROJECT.

PROFILE AND ALIGNMENT

THE PROPOSED PAVEMENT RESURFACING SHALL FOLLOW THE ALIGNMENT AND
PROFILE OF THE EXISTING PAVEMENT.

CONSTRUCTION

THE PROJECT SHALL INCLUDE THE RESURFACING OF COUNTY ROAD 113 FROM STA.

0+00 TO 107+05 & THE RESURFACING OF COUNTY ROAD 201 FROM STA. 0+00
TO 304+65. THE PROJECT LIMITS ARE SHOWN ON THE PLAN DETAIL SHEET. THE
WORK SHALL INCLUDE RESURFACING OF APPROXIMATELY 7.80 MILES OF ROADWAY.
CONTRACTOR SHALL PERFORM ALL WORK WITHIN THE EXISTING RIGHT—OF—WAY.

THE CONTRACTOR SHALL PAVE A MINIMUM 20 FOOT LONG APRON AT EACH SIDE
ROAD WITH ITEM 441, ASPHALT CONCRETE, INTERMEDIATE AND SURFACE COURSES
AS PER PLAN. QUANTITIES HAVE BEEN INCLUDED UNDER ITEM 254 FOR MILLING
BUTT JOINTS AT THESE LOCATIONS. THE APRONS SHALL BE MILLED TO MEET
EXISTING ROAD GRADES.

ASPHALT SPECIFICATIONS

THE REQUIREMENTS OF ITEMS 401, 402, 403, 440, 441 AND 449 OF THE 2023
EDITION OF THE STATE OF OHIO, DEPARTMENT OF TRANSPORTATION, CONSTRUCTION
AND MATERIALS SPECIFICATIONS (0.D.O.T. C & MS) APPLY, EXCEPT AS MODIFIED
BY THE SUPPLEMENTAL SPECIFICATIONS IN THE CONTRACT.

GENERAL NOTES
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GENERAL

ITEM 407 TACK COAT

THE RATE OF APPLICATION OF ITEM 407 TACK COAT SHALL BE SUBJECT TO
ADJUSTMENT, AS DIRECTED BY THE ENGINEER. PLAN QUANTITIES ARE FOR
ESTIMATING PURPOSES ONLY, THE PLAN QUANTITIES INDICATE AN AVERAGE
APPLICATION RATE OF:

407, TACK COAT 0.05 GALLON PER SQ. YARD
407, TACK COAT (FOR INTERMEDIATE COURSE) 0.08 GALLON PER SQ. YARD

RESIDENTIAL AND COMMERCIAL DRIVES

AN ESTIMATED QUANTITY OF ITEM 441 ASPHALT CONCRETE SURFACE COURSE HAS
BEEN INCLUDED IN THE PLAN TO BE USED AS DIRECTED BY THE ENGINEER, TO
PAVE APPROACH AREAS TO EXISTING ASPHALT DRIVEWAYS. PAVING SHALL EXTEND
MINIMUM FOUR (4) FEET INTO THE DRIVEWAY OR DIRECTED BY THE ENGINEER,
MEASURED FROM THE EDGE OF THE PAVEMENT. THICKNESS SHALL BE
APPROXIMATELY THE SAME AS THE ROADWAY PAVEMENT. FIELD DRIVES WILL NOT
BE PAVED. ANY GRADING OF EXISTING DRIVES, TACK COAT, ALL MATERIAL, LABOR,
EQUIPMENT, TOOLS AND INCIDENTALS NECESSARY TO COMPLETE WORK ON DRIVES
SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEM 441 ASPHALT CONCRETE
INTERMEDIATE COURSE, TYPE 1, (449), ITEM 441 ASPHALT CONCRETE SURFACE
COURSE TYPE 1, (449) PG 64—22, AND ITEM 407 TACK COAT.

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR
THE PURPOSE DESCRIBED ABOVE:

ITEM 407 TACK COAT 100 GAL.

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 30 C.Y.
TYPE 1, (449)

ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 30 C..
TYPE 1, (449) PG 64-22

ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 10 C.Y.

TYPE 1, (449) PG 70-22M

NOTES

ITEM 253 — PAVEMENT REPAIR

AN ESTIMATED QUANTITY OF ITEM 253 PAVEMENT REPAIR HAS BEEN INCLUDED IN THE
PLAN TO BE USED AS A CONTINGENCY AS DIRECTED BY THE ENGINEER. THE WORK SHALL
INCLUDE REMOVAL AND REPLACEMENT OF THE ASPHALT MATERIAL AT THE DESIGNATED
REPAIR AREAS. CONTRACTOR SHALL REPLACE DETERIORATED PAVEMENT WITH ITEM 301
ASPHALT CONCRETE BASE. DEPTH OF REPAIR SHALL BE A MINIMUM OF 6 INCHES.
LENGTH AND WIDTH OF REPAIRS SHALL BE AS DIRECTED BY THE ENGINEER. MINIMUM
WIDTH OF REPAIRS SHALL BE 4 FEET.

THE FOLLOWING QUANTITY HAS BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE:

ITEM 253 PAVEMENT REPAIR 200 S.Y.

CONNECTIONS TO ADJACENT PAVEMENTS

THE MAINLINE PROFILE TRANSITIONS (VERTICAL TRANSITION REQUIRED TO CONNECT TO
EXISTING PAVEMENT SURFACE) AT THE SIDE ROAD PROFILE TRANSITIONS, DRIVEWAY
PROFILE TRANSITIONS, AND THE ASPHALT MAILBOX APPROACHES SHALL BE PAVED USING
A VARIABLE 441 INTERMEDIATE COURSE MATERIAL OVERLAYED WITH A 1 1/4 INCH
COURSE OF THE 441 SURFACE COURSE, UNLESS APPROVED OTHERWISE BY THE
ENGINEER. THE PROFILE TAPERS FOR THE MAINLINE AND THE SIDE ROADS SHALL BE AT
120:1 SLOPE. THE PROFILE TAPER FOR DRIVEWAYS SHALL BE AT A 12:1 SLOPE OR AS
APPROVED BY THE ENGINEER TO FIT FIELD CONDITIONS. FEATHER JOINTS SHALL BE
PROVIDED FOR ALL TIE—=INS ON EXISTING CONCRETE SURFACES. IN ADDITION, BUTT
JOINTS SHALL BE MILLED AS DIRECTED BY THE ENGINEER ON THE FOLLOWING
LOCATIONS: BEGINNING AND END OF PROJECT AND ALL SIDE ROAD LOCATIONS.
QUANTITIES FOR BUTT JOINTS HAVE BEEN INCLUDED ON SHEETS 11 & 12, UNDER ITEM
254 PAVEMENT PLANING ASPHALT CONCRETE, AS PER PLAN (UNDER VARIOUS AREAS).

THE FOLLOWING QUANTITIES HAVE BEEN CARRIED TO THE GENERAL SUMMARY FOR THE
PURPOSE DESCRIBED ABOVE:

ITEM 441 ASPHALT CONCRETE INTERMEDIATE COURSE, 25 C..
TYPE 1, (449)

ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 35 C.Y.
TYPE 1, (449) PG 64—22

ITEM 441 ASPHALT CONCRETE SURFACE COURSE, 15 C.Y.

TYPE 1, (449) PG 70-22M

GENERAL NOTES
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GENERAL NOTES

ITEM 614, MAINTAINING TRAFFIC

TRAFFIC SHALL BE MAINTAINED AT ALL TIMES. THE LENGTH OF RESTRICTED
TRAFFIC ZONES SHALL BE KEPT TO A MINIMUM CONSISTENT WITH THE
SPECIFICATION REQUIREMENTS FOR PROTECTION OF COMPLETED COURSES.

ALTERNATE ONE—-WAY TRAFFIC SHALL BE ESTABLISHED USING FLAGGER
CONTROL PER STANDARD DRAWINGS MT—-97.10, AND MT 97.12.

ALL WORK AND TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE
WITH ITEM 614 AND OTHER APPLICABLE PORTIONS OF THE SPECIFICATIONS
AS WELL AS THE OHIO MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES.
PAYMENT FOR ALL LABOR, EQUIPMENT AND MATERIALS SHALL BE
INCLUDED IN THE LUMP SUM CONTRACT PRICE FOR ITEM 614,
MAINTAINING TRAFFIC, UNLESS SEPARATELY ITEMIZED IN THE PLAN.

THE CONTRACTOR SHALL ERECT THE WORK ZONE MARKING SIGNS PRIOR
TO COVERING THE EXISTING PAVEMENT MARKINGS. IN ADDITION, THE
CONTRACTOR SHALL MAKE A RECORD OF THE EXISTING PAVEMENT
MARKING LOCATIONS PRIOR TO COMMENCING THE RESURFACING
OPERATION.

NOTIFICATION OF TRAFFIC RESTRICTIONS

THROUGHOUT THE DURATION OF THE PROJECT, THE CONTRACTOR SHALL
NOTIFY THE PROJECT ENGINEER IN WRITING OF ALL TRAFFIC RESTRICTIONS
AND UPCOMING MAINTENANCE OF TRAFFIC CHANGES. THE CONTRACTOR
SHALL ENSURE THE WRITTEN NOTIFICATION IS SUBMITTED IN A TIMELY
MANNER TO ALLOW THE PROJECT ENGINEER TO MEET THE REQUIRED TIME
FRAMES SET FORTH IN THE TABLE BELOW TO INFORM THE SPECIAL
HAULING PERMITS SECTION (HAULING.PERMITS@DOT.OHIO.GOV) AND THE
DISTRICT PUBLIC INFORMATION OFFICE (PIO). THIS NOTIFICATION SHALL BE
RECEIVED BY THE PROJECT ENGINEER PRIOR TO THE PHYSICAL SETUP OF
ANY APPLICABLE SIGNS OR MESSAGE BOARDS.

INFORMATION SHOULD INCLUDE, BUT IS NOT LIMITED TO, ALL
CONSTRUCTION ACTIVITIES THAT IMPACT OR INTERFERE WITH TRAFFIC AND
SHALL LIST THE SPECIFIC LOCATION, TYPE OF WORK, ROAD STATUS, DATE
AND TIME OF RESTRICTION, DURATION OF RESTRICTION, NUMBER OF LANES
MAINTAINED, NUMBER OF LANES CLOSED, MINIMUM VERTICAL CLEARANCE,
MINIMUM WIDTH OF DRIVABLE PAVEMENT, DETOUR ROUTES, IF APPLICABLE,
AND ANY OTHER INFORMATION REQUESTED BY THE PROJECT ENGINEER.

NOTIFICATION TIME TABLE
ITEM DURATION OF CLOSURE NOTICE DUE TO PERMITS & PIO
RAMP & >= 2 WEEKS 21 CALENDAR DAYS PRIOR TO CLOSURE

ROAD > 12 HOURS & < 2 WEEKS 14 CALENDAR DAYS PRIOR TO CLOSURE

CLOSURES < 12 HOURS 4 BUSINESS DAYS PRIOR TO CLOSURE

LANE >= 2 WEEKS 14 CALENDAR DAYS PRIOR TO CLOSURE
CLOSURES & < 2 WEEKS 5 BUSINESS DAYS PRIOR TO CLOSURE
RESTRICTIONS

START OF CONSTRUCTION & N/A
TRAFFIC FPATTERN CHANGES

14 CALENDAR DAYS PRIOR TO IMPLEMENTATION

ANY UNFORESEEN CONDITIONS NOT SPECIFIED IN THE PLANS REQUIRING TRAFFIC
RESTRICTIONS SHALL ALSO BE REPORTED TO THE PROJECT ENGINEER USING THE
NOTIFICATION TIME TABLE.

STATIONING

THE STATIONS, WITHIN THE LIMITS OF THIS PROJECT, HAVE BEEN FIELD MEASURED ON
CENTER LINE, BY THE SANDUSKY COUNTY ENGINEER’S OFFICE.

ITEM 617 COMPACTED AGGREGATE, AS PER PLAN

THIS ITEM IS INCLUDED FOR INSTALLING CRUSHED AGGREGATE, AS SHOWN ON THE
PROPOSED TYPICAL SECTION, TO TRANSITION FROM THE EDGE OF THE PROPOSED FINISHED
ASPHALT CONCRETE COURSE AND MATCHING TO THE EXISTING EARTH SHOULDER, AT
APPROXIMATELY 2 FEET FROM THE FINISHED EDGE OF PAVEMENT. 100 CY OF ITEM 617
COMPACTED AGGREGATE, HAVE BEEN INCLUDED IN THE PLAN TO BE USED, AS DIRECTED BY
THE ENGINEER, TO ADJUST EXISTING AGGREGATE DRIVES, WITHIN A MINIMUM OF 4 FEET AND
A MAXIMUM OF 10 FEET, FROM THE EDGE OF PAVEMENT. AGGREGATE DRIVES SHALL BE
ADJUSTED THE SAME DAY OF PAVING, AS DIRECTED.

ITEM 623 MONUMENT ASSEMBLY, AS PER PLAN

MONUMENTS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE DETAIL AS SHOWN ON
SHEETS 9 & 10. FOR APPROXIMATE LOCATIONS OF PROPOSED MONUMENT ASSEMBLIES, SEE
SHEETS 9 & 10.

THE COST FOR THIS WORK SHALL BE INCLUDED IN THE PRICE BID FOR ITEM 623
MONUMENT ASSEMBLY, TYPE C, AS PER PLAN.

ITEM 644 STOP LINE

THE PROPOSED STOP LINES SHALL BE 24" IN WIDTH AND LOCATED NEAR THE EXISTING
STOP SIGN AT THE INTERSECTIONS OF THE FOLLOWING ROADS:

CR 113: CR 53

CR 201: SR 53, CR 53, CR 178, CR 198 AND CR 192

GENERAL NOTES
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GENERAL NOTES

ENVIRONMENTAL NOTES

THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO PREVENT ANY AND
ALL MATERIAL FROM GOING OFF THE EDGE OF BRIDGE DECK(S) AND
EDGE OF CULVERT(S) DURING ALL CONSTRUCTION OPERATIONS. THE
CONTRACTOR SHALL IMMEDIATELY REMOVE ANY MATERIAL THAT FALLS INTO
THE ROADSIDE DITCHES, STREAMS, WETLANDS, OR OTHER WATERS
THROUGH NON—-MECHANICAL MEANS. UNDER NO CIRCUMSTANCES SHALL
THE CONTRACTOR WORK IN OR STORE EQUIPMENT AND/OR MATERIALS IN
ANY WETLANDS, STREAMS, OR OTHER WATERS. NO WORK OR STAGING IS
PERMITTED BELOW THE TOP OF BANK OF ANY STREAM AND/OR WITHIN A
WETLAND.

THE CONTRACTOR SHALL NOT DISCHARGE TOXIC OR HAZARDOUS
MATERIALS SUCH AS SEALANTS, PAINT, SOLVENTS, CLEANING AGENTS,
EARTHEN MATERIALS, WASTE—WATER, FUELS OR DEBRIS OF ANY KIND TO
A SCENIC RIVER, ITS TRIBUTARIES, OR DRAINAGE WAYS. IF REFUELING OF
IMMOBILE EQUIPMENT IS NECESSARY WITHIN THE FLOODPLAIN OR NEAR
ANY TRIBUTARY DRAINAGE WAYS, DITCHES, OR STREAM, THE CONTRACTOR
SHALL PROVIDE SECONDARY CONTAINMENT WITH ENOUGH CAPACITY TO
COMPLETELY CONTAIN AND COLLECT ALL POTENTIAL LIQUID WASTES IN THE
EVENT OF A SPILL.

ANY AND ALL CONSTRUCTION DEBRIS, EXCESS ASPHALT OR CONCRETE,
WOOD DEBRIS FROM CLEARING, EXCESS FILL MATERIAL, AND TRASH
SHOULD BE DISPOSED OF AT AN APPROVED UPLAND SITE OR LAND FILL
ABOVE FEMA 100—-YEAR FLOOD ELEVATIONS. DISPOSAL OF ANY SUCH
MATERIALS WITHIN 1000 FEET OF THE SANDUSKY RIVER IS PROHIBITED.

IN ACCORDANCE WITH ORC 3750.06, REPORTABLE SPILLS MUST BE
REPORTED TO THE LOCAL FIRE DEPARTMENT(911), THE LOCAL EMERGENCY
COORDINATOR (419-334—8933), AND THE OHIO SPILL LINE
(1-800—282-9378).

THE CONTRACTOR SHALL KEEP ALL IDLE EQUIPMENT, FUELS, LUBRICANTS,
AND ANY STORAGE FOR/OF POTENTIALLY TOXIC OR HAZARDOUS MATERIALS
OUT OF THE FEMA DESIGNATED SPECIAL FLOOD HAZARD AREA AND NOT
WITHIN 1000 FEET OF THE SANDUSKY RIVER. IDLE EQUIPMENT IS DEFINED
AS CONSTRUCTION EQUIPMENT THAT WILL NOT BE IN USE FOR THE
FOLLOWING TWO CALENDAR DAYS. NOTIFY THE PROJECT ENGINEER OF
WEATHER OR RIVER CONDITIONS THAT MAY IMPACT THE WORKSITE AND
PROVIDE A PLAN FOR IMMEDIATE MOVEMENT OF ALL EQUIPMENT 1000
FEET OR MORE FROM THE RIVER.

ENVIRONMENTAL NOTES (CONT.)

THE NORTHWEST REGIONAL SCENIC RIVERS MANAGER, ROWAN COBURN-GRIFFIS SHALL BE
NOTIFIED ONE WEEK PRIOR TO THE COMMENCEMENT OF WORK AND ONE WEEK AFTER THE
COMPLETION OF THE PROJECT. CONTACT INFO: ROWAN, COBURN—-GRIFFIS@DNR.OHIO.GOV OR
419-348—-6731.

TREES

THE INTENT OF THIS PROJECT IS TO NOT REMOVE ANY TREES. THE PROJECT IS LOCATED
WITHIN THE KNOWN HABITAT RANGES OF THE FEDERALLY LISTED AND PROTECTED INDIANA
BAT AND NORTHERN LONG—EARED BAT. NO TREES SHALL BE REMOVED UNDER THIS PROJECT.
THIS REQUIREMENT IS NECESSARY TO AVOID AND MINIMIZE IMPACTS TO THESE SPECIES AS
REQUIRED BY THE ENDANGERED SPECIES ACT. FOR THE PURPOSES OF THIS NOTE, A TREE
IS DEFINED AS A LIVE, DYING, OR DEAD WOODY PLANT, WITH A TRUNK THREE INCHES OR
GREATER IN DIAMETER AT A HEIGHT OF 4.5 FEET ABOVE THE GROUND SURFACE, AND WITH A
MINIMUM HEIGHT OF 13 FEET.

GENERAL NOTES
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TYPICAL PAVEMENT — SECTIONS

NOT TO SCALE

CR 113: FROM STA. 0+00 TO STA. 107+05
CR 201: FROM STA. 0+00 TO STA. 304+65

VARIABLE — SEE SHEETS 11 & 12
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g
N

QRO®EOE

5 VARIES

c\L
CONSTRUCTION
VARIES@ |
2'+ I 2'+
3/16"/FT. 3/16"/FT.
171 L ‘ ==L

ITEM 441 — 1 1/4” ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449) PG 64-22
ITEM 441 — 1 1/4” ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449) PG 70-22M

CR 201: FROM STA. 0+00 TO STA. 111+00
ITEM 407 — TACK COAT FOR SURFACE COURSE — 0.05 Gal./SY

ITEM 441 — 0-3/4" ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1 (449)

ITEM 407 — TACK COAT FOR INTERMEDIATE COURSE — 0.08 Gal./SY

EXISTING ASPHALTIC BASE MATERIAL OR REINFORCED CONCRETE
ITEM 617 — COMPACTED AGGREGATE, AS PER PLAN

ITEM 254 — PAVEMENT PLANING ASPHALT CONCRETE, AS PER PLAN (SEE SHEETS 11 & 12 FOR LOCATIONS)

TYPICAL DRIVEWAY  DETAIL

NOT TO SCALE

VARIES
FEATHER JT. , ,
BUTT JOINT \ MINIMUM 4
OR DIRECTED
BY THE
ENGINEER
CR. 115 L VARIES 4

C.R. 201

FOR EXISTING DRIVES:

ITEM 254 — PAVEMENT PLANING (CONTRACTOR SHALL MILL ALL ASPHALT DRIVES
ON THE SECTIONS OF THE ROAD THAT GET MILLED.)

ITEM 407 — TACK COAT

ITEM 441 — ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (449)

ITEM 441 — ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449), PG 64—22

ITEM 441 — ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449), PG 70—22M

CHECKED
C.AB.
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MONUMENT BOX ASSEMBLY DETAIL
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SANDUSKY COUNTY SHALL BE RESPONSIBLE FOR
REFERENCE POINTS FOR ALL PROPOSED MONUMENT
ASSEMBLIES. THE REFERENCE POINTS SHALL CONSIST
OF NAILS 2 FEET EACH WAY OF THE POINT TO BE
MONUMENTED.

(MINIMUM OF 4 REFERENCE POINTS EACH)

ALL MONUMENT ASSEMBLIES SHALL BE CONSTRUCTED
PRIOR TO THE INTERMEDIATE COURSE OF ITEM 441.

COST OF ALL MONUMENT BOXES FINAL FINISH GRADE
ADJUSTMENT SHALL BE INCLUDED IN ITEM 441,
ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449)
PG64-22.

N.T.S.

MONUMENT BOX ADJUSTMENTS

NO.| STATION

NO.

STATION

STA.

26+50 £

STA.

27+25 +

STA.

53+00 £

STA.

54+40 £

STA.

65+25 £

STA.

82+20 +

STA. 106+80+

| N o »f A N~

STA. 108+60+

TOTALS TO GENERAL SUMMARY

STA. 106+80

108+60

STA. 108+60 CR 178
STA.

END PAVING

106+80

STA.

STA.

107+05

CALCULATED |
N.D.M.

CHECKED
CAB.

CR 113

MONUMENT BOX ADJUST TO GRADE

SAN-CR 113/CR 201

5

@




MONUMENT BOX ASSEMBLY DETAIL

NOT TO SCALE

SANDUSKY COUNTY SHALL BE RESPONSIBLE FOR
REFERENCE POINTS FOR ALL PROPOSED MONUMENT
ASSEMBLIES. THE REFERENCE POINTS SHALL CONSIST

N/ OF NAILS 2 FEET EACH WAY OF THE POINT TO BE
N oo _ | ConcReTE MONUMENTED.
R N3 T TR (MINIMUM OF 4 REFERENCE POINTS EACH)
. . .'4-""'1'_.’_."\.'. ’ EFE .
NOTE: el g v e . Cor\.‘f?s{;_, -—SZ- ALL MONUMENT ASSEMBLIES SHALL BE CONSTRUCTED
NEENAH R-1968 TYPE 36—B {15 T8 Foom FELTf -I® PRIOR TO THE INTERMEDIATE COURSE OF ITEM 441.
ADJUSTABLE MONUMENT BOX. #67 i— 3/8
OR APPROVED EQUAL. Holes
Stone (4 Sides) COST OF ALL MONUMENT BOXES FINAL FINISH GRADE
CONTRACTOR e e e — ADJUSTMENT SHALL BE INCLUDED IN ITEM 441,
Sl oL (4 o0~ INPNICUI RS R R - 2 ASPHALT CONCRETE SURFACE COURSE, TYPE 1 (449)
HOLES TO ALL 4 — e RSNE ] PG64—22 OR ITEM 441, ASPHALT CONCRETE
BOX. AS_ SHOWN. oo RRD M SURFACE COURSE, TYPE 1 (449) PG70—22M.
CONCRETE - "
1" DIAMETER x 30" LONG "
STEEL PIN '
SQUARE CUT END B
AND GROUND SMOOTH 3.
A
o
D
o
5 . SE
00) + o —| «— o
I3 M|+ : T
. 3= El NI
Ol £ — wn —|—
"5 8 S [N N
BEGIN PAVING g S < o 8 Ol ¢ &
8 O N
STA. 0+00 N < v g & 7 2
g § CR 201 HURDIC RD. g B CR
& 6_ _?—7 — #] o 9 10 1
w| %
o™M
— | ©
|
=
n

201

N.T.S.

CR 198
O STA. 273+65

MONUMENT BOX ADJUSTMENTS

NO. | STATION NO.| STATION

STA. 5+25 £

STA. 14495 £+

STA. 19+85 £

STA. 31+60 £+

STA.

44+80 £+

STA.

56+05 £+

STA.

84+50 £

STA.

163+90+

STA.

182+95+

STA.

190+55+

=2 3] o] o] N o] o K| N[~

STA.

243+75+

TOTALS TO GENERAL SUMMARY

11

END PAVING

STA. 304+65
R 2071 /

CR 192

CALCULATED |

N.D.M.

[ CHECKED |
CAB.

CR 201

MONUMENT BOX ADJUST TO GRADE

SAN-CR 113/CR 201
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NOTE: NO PLANED SURFACES SHALL BE OPEN TO THE PUBLIC FOR MORE
THAN 7 DAYS. IF THE PLANED SURFACE IS OPEN FOR MORE THAN 7 DAYS,
THEN IT IS THE CONTRACTOR’'S RESPONSIBILITY TO REPAIR THE PAVEMENT
FAILURES THAT OCCUR AFTER 7 DAYS.

N.D.M.
CHECKED

CALCULATED

CAB.

PAVING & PAVEMENT PLANING PLAN CR 113 STA. 0+00 TO 107+05

S o
S| 0|9
N n — [ 00
10 SANDUSKY COUNTY xr | o 2
5| i ol
5
3 CR 113 SENECA CO.|LINE RD. CR 113 [
5A - 62 5 62 A
N SENECA COUNTY 0
+ +
N.T.S LT)| STEBNO—EQ\O”NG o |§) $|8 END PAVING
T ' ~ — STA. 107405
7 <
(@p]
LOC POINT LENGTH ] wp [TEM 254 | ITEM 254 ASPHALT CONCRETE PAVEMENT PLANING SHALL BE 2” THICK. (VARIOUS AREAS INCLUDE THE MILLING
7O PAVEMENT PLANING|  OF ASPHALT DRIVEWAYS.) THE PLANING DEPTH SHALL MATCH THE COMBINED THICKNESS OF THE PROPOSED
LOG POINT ASPHALT CONCRETE{  INTERMEDIATE AND SURFACE COURSES OF ASPHALT CONCRETE. THE FINISHED CROSS—SLOPE OF THE PLANED
AS PER PLAN. | 5RFACE AND THE FINISHED ASPHALT CONCRETE SURFACE SHALL BE THE SAME, TYPICALLY ¥s” PER FOOT
FEET | FEET |SQ. YARDS
00+00 TO 00+20 20’ [21-3" 48
51+95 TO 55410 315" [21'=3" 744 PROPOSED PAVEMENT SHOULDER
106405 T0 107405 | 100" 213" 237 | wTEM 614, WORK ZONE CENTER LINE, CLASS I TACK_COAT ASPHALT CONCRETE | TREATMENT
SHALL BE APPLIED TO THE PLANED SURFACE ITEM 407 ITEM 441 [ ITEM 441 |ITEM 617 |ITEM 614
AREA AND NEW ASPHALT COURSES, AS DIRECTED PAVEMENT TACK TACK ASPHALT ASPHALT | COMPACTED |WORK ZONE
BY THE ENGINEER. AREA COAT COAT CONCRETE, | CONCRETE, |AGGREGATE, | CENTER
SQ YARDS| 6 08 6/v 2| 0.05 G/y?| INTERMEDATE ~|SURFACE COURSE| AS PER PLAN | | INE
e | o | TG s !
INTERMEDIATE | SURFACE (449) . (SEE ABOVE
LOG POINT TO LENGTH WP COURSE) COURSE) 0-0.75 IN. THICK| 1.25 IN. THICK NOTE)
LOG POINT MILES | FEET | FEET GALLON GALLON | CU. YARD |CU. YARD | CU. YARD | MILE
00+00 TO 107405 2.03 |[10,705(21'-3"| 25,276 2,022 1,264 527 8/8 347 4.05
(0.08 Mi.)
VARIOUS AREAS & BUTT JOINTS 121 VARIOUS AREAS 1035 66 28 47 18
TOTAL TO GENERAL SUMMARY 1,150 | [TOTALS TO GENERAL SUMMARY| 2.03 10,705 25,276 2,125 1,330 555 925 365 4.13%

*—INCLUDES 0.08 MILES FOR GRINDING AREAS

SAN-CR 113/CR 201

11




NOTE: NO PLANED SURFACES SHALL BE OPEN TO THE PUBLIC FOR MORE
THAN 7 DAYS. IF THE PLANED SURFACE IS OPEN FOR MORE THAN 7 DAYS,

THEN IT IS THE CONTRACTOR’'S RESPONSIBILITY TO REPAIR THE PAVEMENT

FAILURES THAT OCCUR AFTER 7 DAYS.

CALCULATED

N.D.M.
CHECKED
CAB

Tp]
©
+
@) <
i i 3
& /N o[ N o s
2pF S S 5!9 o + ol \ =
' Qs X+ M| T < i — [~ \ (@)
Sy Y vl |—L|<_f ~ o~ )
I < - 0 o L +
x| . &) 2 O|< O|< o
BEGIN PAVING B 7 \ 7 7 END PAVING -
STA. 0+00 7 _RESUME PAVING. 7 ’ \ STA. + S
CR 201 HURDIC RD. CR 201 |[CR 201\/ S
8| CR 192 S
O
N.T.S. |~ | 3
= l x
@ o
<
STA. 15485 =Z
\ l 3
Q
~
&
[0GC POINT LENGTH] wp | TTEM 254 | ITEM 254 ASPHALT CONCRETE PAVEMENT PLANING SHALL BE 2" THICK. (VARIOUS AREAS INCLUDE THE MILLING =
TO PAVEMENT PLANING|  OF ASPHALT DRIVEWAYS.) THE PLANING DEPTH SHALL MATCH THE COMBINED THICKNESS OF THE PROPOSED >
LOG POINT ASPHALT CONCRETE}  INTERMEDIATE AND SURFACE COURSES OF ASPHALT CONCRETE. THE FINISHED CROSS—SLOPE OF THE PLANED Q
AS PER PLN._ | SURFACE AND THE FINISHED ASPHALT CONCRETE SURFACE SHALL BE THE SAME, TYPICALLY ¥s” PER FOOT &
FEET | FEET |SQ. YARDS o
00+00 TO 00+20 20’ [44'-0" 98 Z
11+30 TO 15+85| 455’ [24-6" 1,239 PROPOSED PAVEMENT SHOULDER =
19+20 TO 21470 250’ | 24’—6" 681 | HTEM 614, WORK ZONE CENTER LINE, CLASS Il TACK COAT ASPHALT CONCRETE TREATMENT o
31+85 TO 34+65 280’ |24'-6" 763 | SHALL BE APPLIED TO THE PLANED SURFACE ITEM 407 ITEM 441] ITEM 441| ITEM 441 |ITEM 617 ITEM 614
110+60 TO 110+80 20" [24’—6” 55 | AREA AND NEW ASPHALT COURSES, AS DIRECTED |PAVEMENT =)0y TACK ASPHALT ASPHALT ASPHALT | COMPACTED WORK ZONE]
111420 TO 111440 20 [20—0" 49 | BY THE ENGINEER. AREA COAT COAT | CONCRETE, | CONCRETE, | CONCRETE, |AGGREGATE,| CENTER
T D" SQ. YARDS| 5 08 /v 20.05 G /v INTERMEDIATE SURFACE COURSE[SURFACE COURSEIAS PER PLAN | NE
216+75 TO 216495 20' | 22’0 49 : /Y 0. /
; P COURSE TYPE 1,| TYPE 1, (449) | TYPE 1, (449) CLASS I
217+35 1O 217455 20’ [21'-6 48 (FOR (FOR (449) PG 64-22 | PG 70-22M S
o INTERMEDIATE | SURFACE (SEE ABOVE| S
273+45 T0 273465 20’ |21’=6 48 LENGTH WP 0-0.75 IN. THICK] 1.25 IN. THICK | 1.25 IN. THICK N
573465 TO 273485 20" | 22'—0" 49 LOG POINT TO COURSE) | COURSE) NOTE) @
304445 To 304465 20 [29—07 29 LOG POINT MILES| FEET | FEET GALLON | GALLON |CU. YARD|CU. YARD [CU. YARD [CU. YARD| MILE | &
— 00+00 TO /7+05(0.13 70544'-0"| 3,447 2/6 172 /2 120 235 0.27 2
/+05 10 15+85 | 0.17 880124 -6"| 2,396 192 120 50 83 29 0.33 =
19420 TO 111400 | 1.74 | 9,180[24'-6"| 24,990 1,999 1,250 521 868 297 3.48 %
111400 TO 217415 |2.01 [10,615|22°'-0"| 25,948 2,0/6 1,297 541 901 344 4.02 Z'
. 217+15 T0 273+65 [1.07 | 5,650|21'-6"| 13,498 1,080 6/5 281 469 183 2.14 %5
(0.22 Mi.) 273+65 TO 304+65 [0.59 | 3,100|22'=0"| 7,578 606 379 158 263 100 1.17
VARIOUS AREAS & BUTT JOINTS 242 VARIOUS AREAS 311 197 82 82 54 49
TOTAL TO GENERAL SUMMARY 3,370 | [TOTALS TO GENERAL SUMMARY| 5.71 {30,130 77,857 6,540 | 4,090 | 1,705 | 1,715 1,125 [ 1,025 | 11.63* >

*—INCLUDES 0.22 MILES FOR GRINDING AREAS




RPM, AS PER PLAN

APPROXIMATELY 134 EXISTING RAISED
PAVEMENT MARKERS (RPM) WILL NEED TO
BE REMOVED PRIOR TO PAVING. THE COST
FOR THEIR REMOVAL SHALL BE INCLUDED IN

THE UNIT PRICE BID FOR “ITEM 621 RPM,
AS PER PLAN.”

THE PROPOSED RAISED PAVEMENT MARKERS
SHALL BE CONSTRUCTED AFTER THE FINAL
PAVEMENT MARKING MATERIAL IS APPLIED. (IF
NEEDED) BLUE RPM’S SHALL BE PLACED
ABOUT ONE FOOT OFF THE CENTERLINE OF
THE ROAD, TOWARDS THE SIDE OF THE
LOCATION OF THE FIRE HYDRANT. ADDITIONAL
RAISED PAVEMENT MARKERS HAVE BEEN
ADDED TO THE SUMMARY OF QUANTITIES AND
SHALL BE USED AS DIRECTED BY THE
ENGINEER. THE CONTRACTOR SHALL SUSPEND
RPM’s AND PAVEMENT MARKINGS AT ALL
ROAD INTERSECTIONS.

PAVEMENT MARKING
THE CENTER LINE AND EDGE LINE TRAFFIC

PAINT SHALL CONFORM TO ODOT
SPECIFICATION 740.02 OF THE CURRENT
CONSTRUCTION AND MATERIAL
SPECIFICATIONS.

SIZE OF LINES SHALL BE AS FOLLOWS:
A) A FOUR (4) INCH WIDE LINE SHALL BE
USED.

B.) THE CENTER LINE OF YELLOW SHALL BE
A BROKEN LINE CONTAINING A TEN (10)

FOOT STRIPED SEGMENT AND A THIRTY (30)
FOOT GAP.

C.) BARRIER LINES SHALL BE SOLID YELLOW
LINES.

D.) EDGE LINES SHALL BE SOLID WHITE
LINES.

E.) CHANNELIZING LINES SHALL BE SOLID
WHITE LINES 12" WIDE.

PROPOSED STOP LINES SHALL BE 24" IN
WIDTH AND LOCATED NEAR THE EXISTING
STOP SIGN AT THE FOLLOWING
INTERSECTIONS:

AT COUNTY ROAD 53

ITEM 644

THERMOPLASTIC PAVEMENT MARKING

STOP LINE
FOOT

RAILROAD SYMBOL

EACH

12

ITEM 642 TRAFFIC PAINT
EDGE LINE | CENTERLINE | EQUIVALENT
MILES MILES SOLID LINE
MILES
4.05 2.03 0.817

LOCATION SUB—SUMMARY

SANDUSKY COUNTY

srcrT Une | oo | e PRISHATIC TWO WY
STATIONING (LIN. FT.) COLORS REMARKS
FROM TO WHITE | YELLOW-YELLOW | BLUE
0+00 53+00 GAP 6/ 6/ COUNTY ROAD 53 TO TOWNSHIP ROAD 168
53+00 107+05 | GAP 68 68 TOWNSHIP_ROAD 168 10 E. OF TOWNSHIP ROAD 76
ADDITIONAL | ALLOWANCE o) 5
TOTAL| 140 140

N.D.M.
CHECKED
C.AB.

CALCULATED

RAISED PAVEMENT MARKER AND PAVEMENT MARKING PLAN — CR 113

@9 SAN-CR 113/CR 201



ITEM 642 TRAFFIC PAINT

EDGE_LINE | CENTERLINE | EQUIVALENT
(6" MILES SOLID_LINE
RPM. AS PER PLAN MILES MILES
APPROXIMATELY 377 EXISTING RAISED 10.80 5.40 3.174
PAVEMENT MARKERS (RPM) WILL NEED TO
BE REMOVED PRIOR TO PAVING. THE COST
FOR THEIR REMOVAL SHALL BE INCLUDED IN TEM 644
THE UNIT PRICE BID FOR "ITEM 621 RPM, THERMOPLASTIC PAVEMENT MARKING
AS PER PLAN.” STOP LINE [ANE ARROW  |WORD ON PAVEMENT, 96" JRANSVERSE — [ CHANNELIZING [EDGE LINE (67)] CENTERLINE | EQUIVALENT
FOOT FACH EACH ("ONLY") | SOUD YELLOW L’N,_'::EE%?) MILES MILES SOLID LINE
THE PROPOSED RAISED PAVEMENT MARKERS — 5 1 515 535 074 035 ! 092
SHALL BE CONSTRUCTED AFTER THE FINAL : : :

PAVEMENT MARKING MATERIAL IS APPLIED. (IF
NEEDED) BLUE RPM’S SHALL BE PLACED LO CAT O N S U B — S U M MAF\)Y
ABOUT ONE FOOT OFF THE CENTERLINE OF

THE ROAD, TOWARDS THE SIDE OF THE

LOCATION OF THE FIRE HYDRANT. ADDITIONAL SANDUSKY COUNTY
RAISED PAVEMENT MARKERS HAVE BEEN

N.D.M.
CHECKED
C.AB.

CALCULATED]

RAISED PAVEMENT MARKER AND PAVEMENT MARKING PLAN — CR 201

ADDED TO THE SUMMARY OF QUANTITIES AND STRAIGHT LINE peETall | rEM PRISMATIC TWO WAY

SHALL BE USED AS DIRECTED BY THE RETRO-REFLECTOR

ENGINEER. THE CONTRACTOR SHALL SUSPEND ROAD STATIONING (LIN. FT.) COLORS REMARKS

RPM’s AND PAVEMENT MARKINGS AT ALL FROM TO WHITE YELLOW-YELLOW | BLUE

ROAD INTERSECTIONS. C.R. 201 | 0+00 15485 GAP_ | 20 20 STATE _ROUTE 53 TO WEST APPROACH SLAB
PAVEMENT MARKING 19420 44480 GAP 32 32 EAST APPROACH SILAB TO TOWNSHIP ROAD 148
THE CENTER LINE AND EDGE LINE TRAFFIC 44+80 111+00 | GAP 83 83 TOWNSHIP _ROAD 148 TO COUNTY ROAD 53
PAINT SHALL CONFORM TO ODOT 111+00 163+90 | GAP 67 67 COUNTY ROAD 53 TO TOWNSHIP ROAD 168
SPECIFICATION 740.02 OF THE CURRENT

CONSTRUCTION AND MATERIAL 163+90 182+80 | GAP 24 24 TOWNSHIP _ROAD 168 TO TOWNSHIP ROAD 172
SPECIFICATIONS. 182+80 217+15 GAP 43 43 TOWNSHIP ROAD 172 TO COUNTY ROAD 178
SZE OF LINES SHALL BE AS FOLLOWS. 217+15 273+65 | GAP /1 /1 COUNTY ROAD 178 TO COUNTY ROAD 198
) A FOUR (4) INCH WIDE CENTER LINE AND 273+65 304+65 | GAP 39 39 COUNTY ROAD 198 TO COUNTY ROAD 192
A SIX (6) INCH WIDE EDGE LINE SHALL BE

USED (CR 201: FROM 0+00 TO 304+65).

B.) THE CENTER LINE OF YELLOW SHALL BE

A BROKEN LINE CONTAINING A TEN (10)

FOOT STRIPED SEGMENT AND A THIRTY (30) ADDITIONAL | ALLOWANCE 11 11

FOOT GAP.

E/' &EgARR/ER LINES SHALL BE SOLID YELLOW L1 390 390

D.) EDGE LINES SHALL BE SOLID WHITE

LINES.

E.) CHANNELIZING LINES SHALL BE SOLID
WHITE LINES 12" WIDE.

RUMBLE STRIPS, TRANSVERSE (ASPHALT CONCRETE), AS PER PLAN

PROPOSED STOP LINES SHALL BE 24” IN 6 RUMBLE STRIPS, TRANSVERSE (ASPHALT CONCRETE) WILL NEED
WIDTH AND LOCATED NEAR THE EXISTING TO BE INSTALLED ON CR 201 AT THE INTERSECTION OF CR 201
STOP SIGN AT THE FOLLOWING AND CR 178. THERE WILL BE 3 IN THE EASTBOUND LANE WEST
INTERSECTIONS: OF THE INTERSECTION AND 3 IN THE WESTBOUND LANE EAST OF

THE INTERSECTION. THE COST FOR THEIR INSTALLATION SHALL BE
AT STATE ROUTE 53 INCLUDED IN THE UNIT PRICE BID FOR “ITEM 618 RUMBLE STRIPS,
AT COUNTY ROAD 53 TRANSVERSE (ASPHALT CONCRETE), AS PER PLAN.”

AT COUNTY ROAD 178
AT COUNTY ROAD 198
AT COUNTY ROAD 192

SAN-CR 113/CR 201

G|



CALCULATED

N.D.M.
CHECKED

C.AB.

SHEET NUMBER PARTICIPATION PA%
PLAN
5 6 o | 1 | a2 | 13 | 14 RURAL URBAN ITEM MEM | TOTAL | ynIT DESCRIPTION SE
01/STR/PV 02/S<2/PV EXT. QUANTITY SHEET
(7.44 Mi.) (0.36 Mi.) NO.
ROADWAY
0.95 0.05 103.05 05000 LUMP SUM PREMIUM FOR CONTRACT PERFORMANCE BOND
11 17 2 623 38501 19 EACH MONUMENT ASSEMBLY, TYPE C, AS PER PLAN 9/10
PAVEMENT
200 200 253 01000 200 S.Y. PAVEMENT REPAIR
1,150 3,370 3,100 1,420 254 01001 4,520 S.Y. PAVEMENT PLANING, ASPHALT CONCRETE, AS PER PLAN |11/12
100 3,455 10,630 13,385 800 407 20000 14,185 GAL. TACK COAT
55 555 1,705 2,185 130 441 70200 2,315 C.Y. ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE 1, (449) >
65 925 1,715 2,705 441 70000 2,705 C.Y. ASPHALT CONCRETE SURFACE COURSE, TYPE 1, (449) PG 64—22 %
25 1,125 935 215 441 70100 1,150 C.Y. ASPHALT CONCRETE SURFACE COURSE, TYPE 1, (449) PG 70—22M §
100 365 1,025 1,435 55 617 10101 1,490 C.Y. COMPACTED AGGREGATE, AS PER PLAN 11/12 UD-)
6 6 618 39001 6 EACH RUMBLE STRIPS, TRANSVERSE (ASPHALT CONCRETE), AS PER PLAN| 14 -
2
MAINTENANCE OF TRAFFIC Z
0.95 0.05 614 11000 LUMP SUM MAINTAINING TRAFFIC O
4.13 11.63 15.16 0.60 614 21400 15.76 MILE WORK ZONE CENTERLINE, CLASS Il
TRAFFIC CONTROL
140 390 510 20 621 00101 530 EACH RPM, AS PER PLAN 13/14
4.05 4.05 642 00100 4.05 MILE EDGE LINE, 4 INCH, TYPE 1
10.80 10.80 642 00104 10.80 MILE EDGE LINE, 6 INCH, TYPE 1
2.03 5.40 7.43 642 00300 7.43 MILE CENTER LINE, TYPE 1
0.74 0.02 0.72 644 00104 0.74 MILE EDGE LINE, 6 INCH
0.37 0.01 0.36 644 00300 0.37 MILE CENTER LINE —
235 235 644 00400 235 FEET CHANNELIZING LINE, 8 INCH g
215 215 644 00700 215 FEET TRANSVERSE/DIAGONAL LINE x
12 112 99 25 644 00500 124 FEET STOP LINE Q
2 2 644 01300 2 EACH || LANE ARROW M
1 1 644 01410 1 EACH WORD ON PAVEMENT, 96" =
S
MISCELLANEOUS 4
950 50 832 30000 1,000 EACH EROSION CONTROL (j(-)
15
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